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АВ5ТКАСТ 


Heat transfer and hydrodynamic performance of three dif- 
ferent spirally fluted tubes was determined. The tubes were 
5/8" in nominal diameter and were made of aluminum. Results 
were compared to 5/8" 0D, smooth copper-nickel and aluminum 
tubes. 

Data was taken by condensing steam at about 3 psia on the 
outside surface of a horizontally mounted tube in the center 
of a tube bank. The center tube was cooled by water on the 
inside at velocities of 3 to 25 feet per second. The overall 
heat transfer coefficient was determined directly from exper- 
imental data. The inside and outside heat transfer coeffi- 
cients were determined using the Wilson plot technique. The 
cooling water pressure drop was measured inside the tube and 
converted to the friction factor in the enhanced section. 

The overall heat transfer coefficientsof the enhanced 
tubes were as large as 1.75 times the corresponding smooth 
tube value for the same mass flow rate of cooling water. The 
inside heat transfer coefficients increased by about a factor 
of 3 while the outside heat transfer coefficients decreased 
by 10 to 20 percent when compared to smooth tube values. 

The results of this work indicate that the required con- 
denser surface area can be reduced by 50 percent if these en- 


hanced tubes are used in place of smooth tubes. 
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1. INTRODUCTION 


A. BACKGROUND INFORMATION 


In recent years, there has been an increased awareness 
regarding the use of enhanced heat transfer surfaces in the 
design of heat exchangers. By using enhanced heat transfer 
surfaces, heat exchangers can be designed to be smaller in 
size which can result in a savings in capital costs. In 
addition, they can also be designed,to be more efficient 
which will save on operating costs. 

A recent study by Search [1] of an Zn aircraft carrier 
main condenser concluded that marine condenser heat loads, at 
constant pumping power, can be increased by up to 50 percent 
using heat transfer enhancement techniques. He also concluded 
that the use of corrugated copper-nickel tubes can be used to 
decrease condenser weight and cost for constant pumping power 
and constant heat load when compared to the conventional con- 
denser design. Search also concluded that size and weight 
savings on the order of 40 percent could be realized depending 
on the heat transfer enhancement method used. 

The possibilities of such savings has spurred much research 
and many design efforts in recent years. Bergles [2,3] has 
summarized extensive works in both single phase and two phase 
heat transfer enhancement. Не has compiled and listed the 
many efforts that have been undertaken. In addition, Bergles 
has compared the results of several different experimenters 


using a variety of performance criteria. 
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In the particular case of steam condensers, a variety of 
tests have been conducted to study the behavior and performance 
of enhanced tubes. Palen, Chan, and Taborek [4] tested 
several Turbotec tubes manufactured by Spiral Tubing Corpor- 
ation. The purpose of these tests were to compare the per- 
formance of the Turbotec tube to the smooth tube. The tests 
were conducted using a tube bundle consisting of 196 tubes. 
Steam at 55 psig or 105 psig was on the shell side of the 
condenser, while water at mass flow rates between 380,000 lbm/hr 
and 800,000 1bm/hr were used on the tubeside. The average 
bulk temperature of the cooling water was 245 to 320 оа 
Eissenbérg [5] performed an extensive study of condenser tube 
heat transfer coefficients using a multi-tube bundle. He 
conducted his tests on copper-nickel roped tubes using a steam 
vapor temperature between 160 and 300 OF. Newson and Hodgson 
[6] conducted heat transfer experiments on 32 different types 
of tubes. All of their experiments were conducted with satur- 
ated steam at atmospheric pressure (212°F) on the outside of 
a single vertically mounted tube. Water was pumped through 
the inside of the tube at a rate sufficient to maintain the 
LMTD constant at 11°F. Watkinson et al. [7] conducted tests 
on 18 Noranda Forge Fin tubes. Their tests were conducted 
with a single tube orientated in a horizontal position. Steam 
was supplied to the outside of the tube at atmospheric pres- 
Sure or at a slightly higher pressure while water was used on 
the inside. Catchpole and Drew [8] conducted experiments on 


five radially grooved tubes. In these tests steam was supplied 
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at 2 psia and the cooling water velocity was maintained at 

10 ft/sec. The tubes could either be tested in a single tube 
arrangement or as a bundle. Young et al. [9] compared the 
Korodense tube, manufactured by the Wolverine Division of 
Universal Oil Products, to a smooth tube. These tests were 
conducted at two different steam temperatures of 100°F and 
212°F. The cooling water velocity was varied from about 

ШЕ Сес to about 6.5 ft/sec. Rothfus [10] tested inter- 
nally finned tubes made from aluminum and copper. The tubes 
were mounted horizontally and measured for water side perform- 
ance only. The water was heated by means of heating tapes 
wrapped around the outer walls of the test tube. 

The tubes used in each of the above tests are widely dif- 
ferent in geometrical shape. Still another tube design has 
been proposed recently by General Atomic Company eit |; STEPS 
fabricated differently than the above mentioned tubes, result- 
ing perhaps in different heat transfer performance when com- 
pared to other enhanced surface tubes already on the market. 
In addition, for each of the experiments mentioned above, 
there was a different test procedure and/or set of conditions 
used. The need exists therefore for a systematic and consist- 
ent method to test and analyze all enhanced surface tubes. 

Beck [12] designed a test facility at the Naval Postgrad- 
uate School that permits the testing of a single, horizontally 
mounted, condenser tube. Pence [13] built and tested this 
system. He conducted his tests using a smooth copper-nickel 


tube. The results of Pence's tests indicate that the 
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test facility is technically sound and that further experi- 


ments with enhanced-surface tubes are possible. 


GOALS OF THIS WORK 


As mentioned earlier, the enhanced-surface tube manu- 
factured by General Atomic Company was ready to be tested. 
The purpose of this thesis was then two-fold: 

1. to determine the heat transfer and pressure drop 
performance characteristics of three different spirally 
fluted tubes manufactured by General Atomic Company and to 
compare their performance to smooth tube operation, and 

2. to develop a consistent method for arriving at per- 
formance characteristics. To accomplish this, two alterna- 
tive data reduction schemes were used. One scheme was based 
on the smooth end geometry of the tube, which seemed to be 
what was used most often in the existing literature. А second 
method was based on the enhanced section's geometry. To 
accomplish these reduction schemes, a computer program and the 


necessary equations were developed. 





Vii Ewin MENTAL. FACILITY 


ШІ ТЕ5Т FACILITY 


The test facility 15 seen in Figure 1. The layout was 
designed by Beck [12] and built and tested by Pence [13]. A 
detailed description of the components used in the various 
systems may be found in these reports. Only a general descrip- 
tion of the various systems will be found within this report. 
Particular attention will be focused on the experimental tubes, 
their construction and their location within the test section. 
See Appendix A for calibration procedures of components re- 


quiring calibration. 


B. STEAM SYSTEM 


The steam system is shown in Figure 2. The boiler is an 
electrically heated Fulton Boiler which produces saturated 
steam at 100 Ibm/hr. The steam leaves the boiler via a 3/4 
inch line and the boiler-isolation valve (MS-1). The water 
contained in the steam is removed by the steam separator. The 
Steam continues through the system past a flow meter and 
through the throttle valve (MS-3) where the pressure is reduced. 
The steam next passes through the desuperheater wherein water 
from the feed system is injected in order to remove some of 
the sensible heat from the steam. The steam continues on into 
the test condenser where part of it is condensed on the test 


tube. The steam not condensed is collected in the vapor outlet 
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and sent to the secondary condenser wherein the latent heat 

of vaporization is removed. If the boiler fails, steam may be 
provided via the house-steam-cross-connect valve (MS-2). Steam 
could be routed around the test condenser to the secondary 
condenser via the bypass valve (MS-4). All steam lines (except 
section downstream of MS-3, see [13]) were insulated with one 


inch fiberglass insulation. 


TEST CONDENSER 


The test condenser is shown in Figures 3, 4, and 5. Steam 
enters via the top. It then passes through the expansion 
section over the baffle separators, and through three layers 
of 150 mesh screen and flow straightener into the tube bundle. 
The condensate collects at the bottom of the test condenser 
where it flows through two 1/2 inch lines to the hotwell. 

The viewing window, shown in Figure 3 and Figure 4, allows 
viewing of the condensation process. Two types of pyrex glass 
windows were used. One type was a standard pyrex glass plate, 
1/2 inch thick. The second type of window was an Owens-Corning 
pyrex glass with a transparent electrically conducting coating 
applied over the surface. A Lambda power supply set at 20 VDC 
and 1.5 A was used with this window to supply power to the 
electrically conducting surface to minimize fogging effects. 

The tube sheet arrangement is as seen in Figure 5. There 
are eight 5/8 inch OD, 18 gauge, 90-10 copper-nickel tubes 


arranged in a typical condenser configuration, with a spacing 
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to diameter ratio (S/D) of 1.5, around a single test tube. 


The test tube is the only tube with water passing through it. 
This arrangement was selected to best simulate the steam flow 
conditions in an actual condenser. 

The test condenser is insulated with two inches of Johns- 


Manville Aerotube sheet insulation. 


D. CONDENSATE AND FEEDWATER SYSTEMS 


The condensate and feedwater systems are shown in Figure 
6. Тһе test condenser hotwell collects the condensate from 
the test tube, while the secondary condenser hotwell collects 
the condensate from the secondary condenser. Valve С-1 allows 
isolation of the test condenser hotwell so the condensate mass 
From the test condenser may be measured. Valve C-4 is a vent 
valve between the test condenser hotwell and the test condenser. 
The condensate is pumped from the hotwells to the feedwater 
tank by the condensate pump. The feed pump routes the water 
from the feed tank to the boiler via the solenoid-controlled 
valve FW-3, a hot-water filter, and the boiler-isolation 
valve, FW-4. 

The feedwater temperature is maintained between Neo F and 
1409 by thermostat controlled heaters. This reduces fluctua- 
tions in the boiler output and provides a source of water at 
a temperature near saturation for the desuperheater. 

If house steam is used, the condensate is returned to the 


house system via C-3. 
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The condensate lines are insulated with 3/4 inch Johns- 
Manville Aerotube insulation. The feedwater lines are insu- 


lated with 1/2 inch thick fiberglass insulation. 


E. COOLING WATER SYSTEM 


The cooling water system is a partially-closed system as 
shown in Figure 7. The water is pumped from the supply tank 
via a 7-1/2 HP pump. The water is routed to the test tube 
via one of two rotameters. A low flow rotameter allows up to 
1.48 gpm to flow through the test tube, while a high flow 
rotameter permits up to 18.8 gpm. The water returns to the 
Supply tank via a dry cooling tower. The dry cooling tower 
was constructed using four large radiators connected in series. 
The water was directed through the radiators and outside air 
was forced over the cooling surface by a centrifugal fan. 

The bypass-rotameter, downstream of CW-3, is provided to 
permit an increased volume of water to flow through the cool- 
ing tower. 

The system piping was reduced from 1 inch to 5/8 inch 
(approximate OD of all test tubes) at a distance of approxi- 
mately 2-1/2 feet ahead of the test condenser to insure fully 
developed flow at the test-tube entrance. Pressure taps were 
installed in the permanent piping at the ends of the test tube 
(see Figure 8) to permit the measurement of the overall 
pressure drop. 

The cooling water lines were insulated with 1 inch thick 


Johns-Manville Areotube insulation. 
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F. SECONDARY SYSTEMS 
1. Vacuum System 


The vacuum is maintained by a mechanical-vacuum pump 
and a vacuum regulator which induces an air leak into the 
vacuum line. A nitrogen trap is provided at the inlet to the 
vacuum pump to remove entrained water from the vacuum line 


thus preventing contamination of the vacuum pump oil. 
2. Desuperheater 


The desuperheater removes sensible heat from the 
superheated steam by injecting feed water at about 150°F. The 
feedwater flow into the desuperheater is controlled by DS-1 
and measured by a rotameter. The excess water is collected in 
a tank, located below the desuperheater, and returned to the 


feed-water tank periodically during the experimental runs. 
3. Pressure Tap (PT) Tube Pressure Drop Measurement System 


The PT tube pressure drop measurement system is as 
shown in Figure 9. This system was designed to allow connect- 
ing of the PT-tube to the manometer and to facilitate the 
measuring of the various pressure drops across the tube. Figure 


10 shows how a typical PT tube is connected in the system. 
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G. INSTRUMENTATION 


1. Flow Rates 
Fulton rotameters were used to measure the flow rate 
of water in the cooling water system and the desuperheater, 
while an Ellison Annubar and a differential water manometer 


were used to determine steam flow. 
2. Pressure 


Several different types of pressure measurement 
devices were used in this facility. They were: a Bourdon 
tube pressure gage which was used to measure boiler pressure, 
a compound gage which was used to measure the secondary con- 
denser pressure, an absolute pressure transducer and a 30 
inch mercury manometer which were used to measure the test 
condenser pressure, and a 12-foot mercury manometer which was 
used to measure the cooling water pressure drop across the 


test tube. 
3. Temperature 


There were three types of thermocouples used in this 
facility. Stainless steel sheathed, copper-constantan thermo- 
couples were used as the primary temperature monitoring devices. 
Eleven temperatures required for data reduction were measured 
using these devices. Table 1 lists the locations monitored. 
Figure 2 shows the location of six vapor space thermocouples. 
Cooling water thermocouples were located as shown in Figure 7. 


Teflon coated copper-constantan thermocouples were used as 
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secondary measuring devices. Table 2 lists the locations 
monitored using these thermocouples and an iron-constantan 


thermocouple was used to measure the boiler temperature. 


4. Data Collection and Display 


An Autodata collection system was utilized to record 
and display the temperatures in degrees Celsius obtained from 
the primary thermocouples and to record and display the pres- 
sure in cm Hg inside the test condenser. See Table 1 for 
channel numbers of the temperature monitoring devices. 

A 28 channel-digital pyrometer was utilized to dis- 
play the temperatures obtained from the secondary thermocouples 
and a single channel pyrometer displayed the temperature from 
the iron-constantan thermocouple. See Table 2 for channel 


numbers. 


EN TEST TUBES 


The enhanced tubes tested during this study were manufac- 
tured by General Atomic Co. Three aluminum tubes were made. 
Each has an overall length of 48 inches and an enhanced sec- 
tion length of 36 inches. They have helical flutes on both 
the inside and outside surfaces, which are formed by running 
a flat strip through rollers which cause the flat surface to 
become wayy. The wavy strip is then spirally wound and seam 
welded to form a tube. Figure 11 shows a short section of 
spirally fluted tube rolled from strip and the start of a 


roll from strip. Figure 12 shows the three tubes and their 
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respective helix angles (HA) manufactured for this experiment. 
Figure 13 shows a cross section view of each of these tubes. 
As seen in Figure 12, the helical portion of the test 
tube, henceforth referred to as the enhanced section, 1s 
welded to a smooth piece of aluminum tube, hereafter referred 
to as the smooth end. Each end of the tube has this smooth 
end to facilitate installation into the condenser tube sheet. 
In addition to the above tubes, three special tubes were 
manufactured by General Atomic Co. to permit the measurement 
of the pressure drop throughout the test section. These 
tubes are shown in Figure 14. Three static pressure holes 
were drilled in each tube's enhanced T by the EDM process. 
The holes located at each end of the enhanced section were 
inspected with a boroscope by General Atomic Co. and found to 
be free of burrs. Figure 15 shows the relative location of 
these taps as well as the static pressure taps in the smooth 


ends. 
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ПИШЕ ЕК АХРЕЕТМЕНТА PROCEDURES 


A. INSTALLATION AND OPERATING PROCEDURES 
1. Preparation of Condenser Tubes 


Prior to any run, the condenser tubes had to be pro- 
perly prepared to insure filmwise condensation. The prepara- 
tion of the tubes was standardized in an effort to minimize 
errors due to different surface conditions. The wall thermo- 
couple also had to be prepared and installed in such a manner 
as to reduce the possibility of introducing errors. 

The tubes manufactured by General Atomic required a 
special installation procedure into the test condenser since 
they have a larger diameter along the enhanced section than 
along their smooth ends. These procedures are described in 
detail in Appendix B. Basically, the test tubes were prepared 
by first installing a thermocouple to measure the wall temper- 
ature. Secondly, their exterior and interior surfaces were 
cleaned to insure proper wetting characteristics and to insure 
that all deposits were removed. 

The copper-nickel tube, tube 4 in Table 3, was prepared 
in accordance with the procedure given in Pence [13], whereas 
the smooth aluminum tube, tube 5 in Table 3, was prepared in 


accordance with the procedures listed in Appendix B. 
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2. System Operation and Steady State Conditions 


Pence [13] developed a detailed set of operating pro- 
cedures for this system. They are included, with minor changes, 
in this report as Appendix С. 

In general it takes about three hours from initial 
light. off until steady state conditions are established. The 
feedwater is heated up to 140°F by energizing the feed tank 
heaters and recirculating the water. After installation of 
the test tube is complete, the vacuum system can be activated. 
The data collection system is programmed, including setting 
the date and time in accordance with reference [14]. The 
cooling water system is placed in operation. The 18.8 gpm 
rotameter is set at about 50 percent flow to allow adequate 
venting of both legs of the 12-foot manometer. The rotameter 
is then reset to the lowest flow point for system operation. 
The steam system can now be placed into operation. 

Steady state conditions must be established prior to 
data collection. To determine this, two parameters were 
monitored. They were the cooling water inlet temperature and 
the steam vapor temperature. The cooling water inlet tempera- 
ture did not rise more than 1°F/hr. The steam vapor tempera- 
ture did not vary more than 6°F between the six vapor thermo- 
couples in the condenser nor did the change in temperature at 
an individual thermocouple exceed 0.5°F. The steaming condi- 
tions and cooling water flow conditions remained constant while 


establishing steady state conditions. 
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The time for the system to stabilize was generally 
about one hour which is somewhat less than that reported by 
Pence [13]. The probable reason for this is that with the 
addition of a much higher capacity cooling tower, the cooling 
water temperature stabilized much faster than in his tests. 
This is evidenced by the fact that the cooling water inlet 
temperatures were on the order of 10°F lower for this experi- 
ment than for those experiments performed by Pence. The 
ambient temperatures, however, were nearly the same. 

The procedure outlined above is for a full data col- 
lection run. There were two other types of runs conducted. 
Isothermal pressure runs were conducted on the test tubes to 
allow comparison of the non-isothermal and isothermal friction 
factors. Also the special pressure tap tubes were tested by 
connecting these tubes to the PT tube pressure drop measurement 
System to allow measurement of pressure drops throughout the 
enhanced sections. Both types of pressure runs required only 
the cooling water system and instrumentation systems to be 


energized. 
3. Maintenance Procedures 


Periodically the systems required various forms of 
maintenance. Following each run, the boiler received two 
bottom blow downs to remove any sediment that may have settled. 
The supply tank in the cooling water system required occasional 
refilling. Water treated by routing tap water through a com- 


mercially rented resin bed was used to reduce the amount of 
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contaminants in the water that could deposit on the tubes. 

The filter in the feedwater line required changing approxi- 
mately every three months to prevent low boiler levels due 

to lack of feedwater. The condenser glass window required 
cleaning after approximately five runs. This was true whether 
using the heated glass or the standard pyrex glass. Prior to 
reinstalling the pyrex glass, a light coating of Glycerol 


Reagent ACS носн,снонсн,он, was applied to the inside surface 


to enhance the viewing of the condensation process. 


B. DATA REDUCTION PROCEDURES 


In evaluating the data obtained from the heat transfer 
runs, two objectives were established. The first of these 
was to present the data in such a way as to make it immed- 
lately useful to the designer. The second objective was to 
establish a reduction scheme that would allow the comparison 


of enhanced tubes based on their actual internal surface areas. 


1. Reduction Based on the Smooth End Diameter, D. 


To meet the condenser designer's needs, it was 
felt that the data should be reduced using the smooth end 
diameter. This would allow a direct substitution of an en- 
hanced tube for a smooth tube and is especially important when 
considering the comparison of a wide variety of tube types. 

In addition, a nominal area was defined. The nominal area was 


based on the outside surface area of a 5/8-inch OD smooth tube. 
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Appendix D, the sample calculations, 15 a complete 
listing of the equations used to evaluate the data. Appendix E 
is a derivation of the probable error in the data reduction 
equations, followed by a sample error analysis for tube 2, 


459HA. 
a. Overall Heat Transfer Coefficient 


The method employed to arrive at the overall heat 
transfer coefficient is straightforward and similar to that 
employed by many researchers in the past. 

. The heat transfer rate to the cooling water is 


given by 


П С, (Тс, - Тс.) (1) 


The heat transfer rate can also be found from the overall heat 


transfer coefficient by 
Q = U А, LMTD ы (2) 


where 


A E (Т TC.) 
НЕТ YAA O : (3) 


D - Тс. 


; 
In бшш то 


After combining equations (1), (2), and (3) it is found that 


m c [a =: Ste 
An dre - Tc 
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A schematic illustration of the procedures to arrive at U. 15 
shown in Figure 16. 
To remove the effect of the tube wall material, a 


corrected heat transfer coefficient is found from 


where n is the calculated wall resistance. 


b. Inside Heat Transfer Coefficient 


The Nusselt number on the inside is found from 


the Sieder Tate relationship, found in Holman [15] as: 





0.8 pr1/3( 0.14. 


Ми = ; = с. Re (б) 


à ; u/u,) 


In the above equation, C; is referred to as the Sieder Tate 
constant. The remainder of the right hand side of the above 


02:8 pr! /3( 0.14 


equation (Re u/u) ) will be referred to as the 


Sieder Tate parameter, and the procedure for arriving at this 
yalue is illustrated schematically in Figure 17. The Milson 
plot is used to arrive at the value of the Sieder Tate constant. 
The Wilson plot was developed in 1915 by Wilson [16], and has 
been modified by several researchers since. The procedure used 
in this research was developed by Briggs and Young [17]. 

The Wilson plot is merely a plot of 1/U, versus 


the inverse of the Sieder Tate parameter which should be a 
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straight line when varying the cooling water velocity. The 
reasoning behind the Wilson plot can be seen in the follow- 
ing development. 

The overall heat transfer coefficient can be 


written as; 





The inverse of equation (7) is: 


] О 1 
U D.h. № + п (8) 





ШТ ER + ) is assumed to be constant and equation (6) is 
О 


solved for h. in terms of the Sieder Tate parameter, equation 


(8) can be rewritten as: 





D 
1 = О ерір) 8 pp7l/3 ( Ju j-0. 14 + В , (9) 
U c.k W 
n 1 b 
where B = R + е 
м h 


The form of equation (9) is then exactly that of a straight 


line, 
Y = MX +B , (10) 
where: 
Y = 1- (10а) 
n 


34 





1 





: Sieder fate parameter " 2nd (10b) 
D 

w= (10c) 
ií b 


The values of 1/9, and the Sieder Tate parameter 
are obtained by varying the water velocity and holding the 
other parameters, such as water temperatures, steam vapor 
temperatures and condenser tube wall temperature, nearly con- 


-0.8 pe lS ‚0.14 


stant. When Шар“ is plotted versus Ќе (ы/ы, 


a linear regression subroutine [18] fits these points to a 
straight line and then solves for the slope, M, and the inter- 
сері, B. Knowing the slope, M, the Sieder Tate constant, С.» 
сап be found from equation (10c). The inside heat transfer 
coefficient, п, is then found from equation (6). 

Once the inside heat transfer coefficient, has 
is known, then the Nusselt number can be solved for in 


equation (6), to find the Stanton number, 


s Nu _ h 
st = RePr c G Í SUID, 








The cooling water properties (o, u, k, Cp 
Pr) are solved for as shown in Appendix D. Appendix D also 
demonstrates the procedure for arriving at the water viscosity 


evaluated at the condenser tube wall, Ba 
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eee UOUtSide Heat Transfer Coefficient 


The outside heat transfer coefficient, Во? сап 
now be found from equation (7). Figure 18 schematically 


illustrates the various steps outlined above. 
d. Friction Factor 


The friction factor for the test tube is found 
from: 


( ) (АР 144)(24.) 
ë _ Ph то) ( 9с | (12) 


OD; Jaa 


The variables used in equation (12) are solved 
for as shown in Appendix D, while the geometric constants are 


found in Table 3. AP however, is reduced from the measured 


SS 
pressure drop outlined below. 

АРТ; 15 the pressure drop in the enhanced section 
of the test tube. The measured pressure drop, AP, as seen in 
Figure 8, is taken over the entire tube length, a distance 
of 51-1/8 inches. Since the enhanced section is only 36 
inches long, the pressure drop over each of the smooth ends 


must be subtracted off of the measured pressure drop. This 


1s done by calculating the friction factor in the smooth ends 





using: 
fo = 0:073 tor Re « 30,000 ! (13) 
S R 0 25 
e 
or 
E ЕЕ обо li 
S һе0-2 
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The smooth-end-section pressure drops can then be calcualted 


from, 


2 
„ „ араштњор G^) - 
T УТ? 


As can be seen in Figure 13, the cross sectional 
flow area of the enhanced section of the test tube is less 
than the cross sectional flow area of the smooth end of the 
tube. Therefore, the water undergoes an expansion and a con- 
traction at the exit and entrance to the enhanced section of 
the tube. Associated with the expansion and contraction pro- 
cesses are certain irreversible losses which cause additional 
pressure drops to occur. These pressure drops must also be 
subtracted off of the measured pressure drop and are calcu- 


lated as shown in reference [19]: 


2 
А ОУ ТС (Ka + Ко) : (16) 


 e/cn cn 


Since the variations in the contraction and expansion coef- 
ficients n and K. are slight over the range of Reynolds 
numbers used, an average of these values was used in equation 
ШС). 


Therefore, AP is found using equations (15) 


Т5 
Bud (16): 


AP РИО AP `= А (17) 


TS m 5 Pe/cn : 


and the friction factor for the test section is solved for 


in equation (12). 
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e. Performance Criteria 


To compare the enhanced, or augmented tubes with 
the smooth tube, it was necessary to use some meaningful 
performance criteria. 

Using the Colburn Analogy, as found in reference 
[20], provided one such criterion. Using this analogy, the 
heat transfer performance is compared to the friction-factor 
 ШоОгпапсе as seen in Appendix D. 

Bergles [3] outlines several performance criteria 
based on the inside heat transfer coefficients by solving for 
the ratio of augmented to smooth tube areas while holding 


various parameters constant. One such ratio is defined by 


A h Nu /РЕО-А 
_a = 5 = MON Р. : (18) 
As na Nu /Pr 


which assumes that Q, m, Ding: Т, апа LMTD are constant, and 


i 


ООО Кк, + 1/h, = 0. In equation (18) the augmented heat 


transfer coefficient Дү 1s the value h. referred to earlier. 
Іп this situation the flow yelocities for the smooth and 
augmented tubes are the same. 

The area ratio defined by equation (18) does not, 
however. take into account the increases in pressure drop 
and hence the increases in friction factor caused by enhance- 
ment techniques. The increase in pressure drop can be included 
when evaluating the performance of an enhanced tube compared 


to that of a smooth tube. Bergles [3] shows this by defining 
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an area ratio for constant pumping power as well as for con- 
ditions as defined for in equation (18). 


The pumping power 15 given by: 


where трі is the inside surface area for the tube in question. 
By setting the pumping power of a smooth tube equal to the 


pumping power of an enhanced tube, it is found that: 





3 3 
i I v n _ Кес e 
mc c 3 ју: Е (20) 
$ V. ШЕ Ќе, m 


Notice, that in this situation of constant pumping power, the 
flow yelocities and hence Reynolds numbers are different for 
the smooth and the augmented tube. 


The heat flow rate is given by: 


Q = h. A,LMTD, Wal) 


Since the heat flow is also assumed to be constant in both 


the enhanced and smooth tubes, the area ratio can be found 


А, h. ма /РтО E 
А, Ma Ни, РЕА 
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Equation (20) can now be set equal to equation 


(22) to show: 


ША 
А, _ Nu, /Pr К 


—— -— Í- — +—, = 


S 
AZ А (23) 
К Nu, /Pr^ ^^ 


If Nu, is replaced in the above equation by the 


Dittus Boelter relationship as found іп |151: 


Nu. = 0.023 DCN Os pr 9-4 | (24) 


and ў. is replaced by equation (14): 


Е ‚046 
T КИЕ 
S 
equation (23) can be solved for the smooth tube Reynolds 


number in terms of the augmented conditions: 3 


Re? i 
oe = — : (25) 
2Ми _ /APr `° 
a ' 
In these expressions, 
pD. y 
Re. = Ee les | (26) 
H 


Knowing Re¿» equation (23) can be solved for the resulting 


area ratio. 


Since a sizeable portion of the overall resistance 


іп а naval condenser could be caused by the wall resistance 


and the outside thermal resistance, the area ratios as defined 
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by Bergles [3] should be expanded to include these external 


resistances. If the heat flow is written by equation (2): 
Q = U A, LMTD А (2) 


and a thin wall thickness 1s assumed, then the external re- 
sistance effects on the area ratio can be included in the 
analysis. The wall thickness must be assumed to be small 
since the nominal area is based on an outside diameter of 
5/8-inch. 

Invoking all of the assumptions made earlier, 


then the results of the constant pumping power case are again: 





3 
А ү Жү 
а _ S S | (20) 
да y? f 

а а 


In addition, constant heat flow results in: 


$= e (27) 


As before, these two area ratios can be set equal, and it is 


found that: 





3 
A, b U. _ yr f (28) 
A U 3 ° 
$ а ve уо 


As mentioned by Search [1], for smooth tubes, it is found in 


general that: 


U CES Y ( (29) 
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where C is a constant for a given tube size, material and 
water inlet temperature. Also, from equation (14), it is 


known that 


= .046 
Be E R 0.2 ° (14) 
е; 


Ву choosing Va? E and Ea and substituting equation (26) for 


Ке, into equation (14), equation (28) can be solved for the 


corresponding smooth tube velocity, as: 


3 
Y € p 
E a a 1/5 
v. m, "078 ты ) 1 | (30) 


сә 


Knowing Vo» then equation (29) is solved for U. and equation 
(28) is solved for the area ratio. 

In selecting the values of the constants to sub- 
stitute into equation (30),the following procedures were 
utilized: 

(1) U, was corrected to 70°F using the procedure 
defined in reference [21], 

(2) C was determined by using the values of О 
апа у for the smooth copper-nickel tube in run 4, and solving 
for C in equation (29). The value for C is not a constant 
over the range of flows observed, therefore, an average value 
of C = 251, was obtained and used. The resulting error in 
U. at any velocity was less than 7 percent. 

(3) The dynamic viscosity used was an average 
yalue of the viscosities at each flow point used in the area 


ratio analysis. 
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See Appendix F for a summary of the area 
ratio procedures and the results for both cases where 


t = 0 and en Z O. 


2. Reduction Based on the Hydraulic Diameter, D, 
The reduction procedures for this method were similar 
to the procedures used for the reduction based on D.. The 
major obstacle in obtaining meaningful results was in deter- 
mining the enhanced section's geometry, and once determined, 


how best to apply it to the available equations. 
a. Enhanced Section Geometry 


It is well-known how critical the measurement of 
the hydraulic diameter is to heat transfer and fluid flow. 
There were two alternative methods available and both were 
examined. The volumes of the enhanced tubes were measured 
and, by using the length of the tube, the cross-sectional 
area was obtained. Knowing the cross-sectional area and using 
the perimeter information provided by General Atomic, a 
hydraulic diameter could be found. This diameter was discarded 
in favor of the diameter found by using a planimeter to measure 
the wetted perimeter from an enlarged view of Figure 13. The 


hydraulic diameter is then found from: 
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Similar problems were encountered in determining 
the wall thickness and subsequent wall resistance. See 


Appendix G for details of this procedure. 


b. Heat Transfer Coefficients 


To introduce this geometry into the equations used 
to solve for the heat transfer coefficients, it is first ne- 
cessary to recall that the resistance to heat flow across a 
tube 1S equal to the sum of the individual resistances as 


Shown earlier. Therefore, 














| Kr | 
- + + Е (32 
ño 0 А опо RUNE Aih; 
where: 
А2 = m Рио : (33) 
А. = re Pw. ‚ апа (34) 
etz OT Pons ; (35) 


By setting 1/A Uo - A and multiplying through by BS 


allows us to obtain the overall heat transfer coefficient 
based on the same nominal geometry that was used in the 


plain-end reduction. The equation takes the form: 











7 ке ст" OW + О : (36) 


Equation (36) is solved exactly as was equation (8) in section 


B. 1.a. of this chapter to obtain the Wilson plot. The inside 
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and outside heat transfer coefficients ЦЕ апа п) are then 
solved for as they were in the plain-end reduction except as 
modified by the different geometry. The equations used are 
listed in Appendix D. 

Equation (36) was verified by comparing the re- 
sults of the copper-nickel and aluminum smooth tubes for 
equation (36) to the results obtained using the equations 


derived from equation (8). 
em Friction Factor 


The analysis for this reduction scheme is identi- 
cal to the smooth end reduction scheme except as modified by 


the different geometry used. 
d. Performance Criteria 


The area ratios were not used in the reduction 
based on the hydraulic diameter. 

The Colburn Analogy was used exactly as for the 
smooth end reduction case described earlier, and shown in 


Appendix D. 
3. Computer Program 


A computer program was developed to facilitate both 
rapid and consistent reduction of the data. A flow diagram 
is shown in Figure 19. Appendix H is a listing of the pro- 
gram. The program can essentially be divided into four 


regions. 
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Region 1. In this section, the transport properties 
and flow characteristics are determined. The equations used 
for the transport properties were obtained from reference [22]. 

Region 2. In this section, the heat transfer 
coefficients are found. 

Region 3. The enhanced section pressure drop and 
resulting friction factor are found in this section. 

Region 4. In this section, the ratio of heat trans- 
fer performance to friction factor performance is found. 

The area-ratio equations were not programmed at this time, 
but could be included at a future date. 

The program development was such that the data would 
be evaluated for both the smooth end diameter geometry and 
the hydraulic diameter geometry each time the program was 
activated. This was done using a simple interation technique 
and a series of logic statements. The copper-nickel smooth 
tube and the aluminum smooth tube were used to proof the 
hydraulic diameter geometry section of the program as 


mentioned above. 
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A SUIS AND DISCUSSION 


A. INTRODUCTION 


Table 3 lists the various runs made and the corresponding 
tubes used during these tests. Tables 4 through 12 contain 
all the data used to evaluate the performance of the enhanced 
and smooth tubes. 

It is seen in Table 3 that several more runs were made 
for tube 1 and tube 4 than the other tubes. Tube 1 was the 
first tube tested and, therefore, the procedures for testing 
the enhanced tubes were evaluated using this tube. Run 3 on 
11 October 1977 was conducted with a twisted tape installed 
at the tube inlet. These tapes were provided with each tube 
and were manufactured such that they had the same helix angle 
as their respective tube. The results of this run can be 
found in Table 13. Basically, the pressure drop increased by 
about 15 percent without a corresponding increase in the heat 
transfer performance as compared to the results of run 2. [It 
was originally intended to include the twisted tape tests 
within the scope of this experiment, but due to time constraints 
further testing using these tapes was not done. 

Run 7 on 7 November 1977 was conducted solely for the pur- 
post of making a movie of the alternate flooding and draining 
between the flutes of the 45% HA enhanced tube. The movie was 
filmed such that views of the alternate flooding and draining 
would be seen as viewed from the top as well as from the 


bottom of the tube. 
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Figure 20 is a sequence of six frames from this movie. 
The arrow on the top left frame points to a short length of 
reflected light. In the next frame down, the arrow points 
to the same spot, but the reflected light now appears to be 
about twice as long as it was in the first frame. In the 
third frame down, it is seen that the length of light is 
about the same as it was in the top frame. The sequence of 
three frames to the right show the same type of behavior, 
but in a different spot on the periphery of the tube. This 
figure demonstrates how the condensate builds up in the 
troughs to a certain level and then drains off as drops fall 
off the bottom of the tube. The set of three frames on the 
right demonstrates how this flooding and draining shifts from 
trough to trough. As the movie is viewed, the periodic nature 
of this alternate flooding and draining is evident. 

Run I] was the repeatability run for the 45° HA tube. 

The results of this run were compared to the results of run 
2. As can be seen in Tables 14 and 15, the results are well 
Within the experimental error band. The Sieder Tate constant 
moeerun 2 1s about 0.081 while in run 11 it is about 0.078, 

a difference of less than 4 percent. 

Both tube 2 and tube 3 results were repeatable as can be 
seen in Tables 16 and 17 for the 30° HA tube and Tables 18 and 
19 for the 60° HA tube. Run 10 on 5 January 1978 was a poor 
run; therefore, the results of this run are not included. 

Run 4, taken with the copper-nickel smooth tube, was con- 


ducted to insure that this experimenter could duplicate other 
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experimenters' results for a smooth tube. As can be seen in 
Table 20, the Sieder Tate constant was about .025 as compared 
to .027, the value most often found in the literature. 

Runs 5 and 6 were conducted to determine the effect of 
the wall thermocouple location on the wall temperature record- 
ed. It was determined that the circumferential location of 
the thermocouple had a profound impact on the value of the 
wall temperature. For this reason, all of the data runs were 
conducted with the wall thermocouple located on the bottom of 
the tube, thus insuring that the location of the wall thermo- 
couple would not introduce unaccountable differences in the 
results. 

Since a linear regression subroutine was used to obtain 
As ope for the Wilson plot, the heat transfer information 
obtained was very much dependent on how well the linear re- 
mess on program could fit the data. Figure 2] shows that 


the generated curve fit the data very well. 


B. RESULTS BASED ON FLOW RATES USING 1.48 GPM AND 18.8 GPM 
ROTAMETERS 


The 1.48 gpm rotameter was installed so that more points 
at low cooling water velocities could be included in the 
analysis. It was installed after the initial data runs were 
completed, since it was felt that information in the range 
of velocities from 1 to 4 ft/sec would be useful when evaluat- 
ing the performance of the augmented tubes. This required 


that the results for velocities over the range of both 


49 





rotameters be compared to the results for velocities over the 
range of just the 18.8 gpm rotameter. The heat transfer re- 
sults for the range of flow velocities for both rotameters 

did not compare well with the heat transfer results obtained 
for the flow velocities for just the 18.8 gpm rotameter. It 
was found however that by basing the results of the later runs 
on the flow velocities over the range of the 18.8 gpm rota- 
meter only, repeatability of the results for the initial data 
run was possible. 

After a careful examination of the results, it was deter- 
mined that the reason for this anomaly was due to variations 
in the outside heat transfer coefficient at low velocities. 
Since at low flow velocities the average cooling water tem- 
perature increases, the tube wall temperature also increases 
which in turn causes the outside heat transfer coefficient 
to vary significantly as can be seen from Nusselt's 


equation [15]: 


3 
p(e-p,) 9 һ.К 


The overall heat transfer coefficient, based on the outside 


area, is a function of hi, ho and AE as discussed earlier 


and as seen in equation (7) which is re-written below: 
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As was shown in Chapter III, equation (7) is reduced to 
the form of a straight line where h. is a function of the 
Reynolds number and thus the water velocity, assuming both 
the wall resistance and ho remain constant over the range of 
water velocities used. The fact that ho as shown by equa- 
tion (37) above, may not be constant at low water velocities 
violates one of the basic requirements of the Wilson Plot 
technique. Since, at low velocities, it is impossible to 


keep the variation in h. small, the Wilson Plot for the flow 


0 
velocities of the 1.48 gpm and 18.8 gpm rotameters together 
will yield a significantly different value for the Sieder 
Tate constant than for the velocities over one rotameter's 
Ш ИНЕ This is seen in Figure 22. By superimposing a 
straight line over the 1.48 gpm rotameter points, it is ob- 
vious that the slope of the straight line would be greater 
than that of the straight line obtained from the linear re- 
gression subroutine [18]. On the other hand, if a straight 
line is superimposed over the 18.8 gpm rotameter points, a 
Slope somewhat less would be realized. The smaller slope 
would in turn result in a higher Sieder Tate constant as seen 
in equation (10c). This is precisely what happens when the 
1.48 gpm rotameter points are not used in evaluating the data. 
Since the initial data runs were taken without the 1.48 
gpm rotameter points, and since the pressure drop information 
is felt to be more reliable at the higher velocities through 
the test tube, the results that follow therefore, are pre- 
sented based on the 18.8 gpm rotameter points only unless 


specified otherwise. 


s 





PRESSURE DROP RESULTS USING THE PRESSURE TAP TUBES 


The General Atomic Co. was successful in drilling three 
0.024 inch diameter holes into the test section of three 
spirally fluted tubes similar to the heat transfer test tubes. 
(See Figures 14 and 15.) These tubes were connected to the 
pressure drop measurement system independently, and the pres- 
sure drops were measured at different water flow velocities 
through these tubes. The pressure drop measurements are 
summarized in Tables 21, 22, and 23. Figure 23 is a plot of 
the pressure drop for 60 percent flow through the 18.8 gpm 
rotameter for each of the three different General Atomic tubes. 
Note the linear variation of the pressure drop along the 
length of the tubes. Using this pressure drop information, 
it Was possible to compute the friction factor inside the test 
section without having to apply any corrections. It was also 
possible to examine the actual expansion and contraction los- 
ses caused by the abrupt geometry change in the test tube. 

The expansion and contraction losses were obtained by 
computing the appropriate pressure drops using equations (38) 


and (39) below: 





Tp 

E _ S 
Т” 
= S 
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where AP, c, 5 g» g.3» are the pressure drops across the 


pressure tap tubes as seen in Figure 15, and where: 





ор 
= y 2 
АР- с 
АРТ = Г (36 - L4.5! ‚ апа (41) 
3-5 
AP... = is the pressure drop across the smooth 


end of the tube between the hydraulic 
diameter section and tap 2 or tap 6. 
Now the abrupt exit and entrance coefficient can be deter- 


mined using equations (42) and (43): 








29 
= : C 
DUNG 
29 
= С 
TS 


These values were found at specific flow velocities and then 
an average of these values was used in reducing the overall 
pressure drop to the pressure drop in the three foot enhanced 
section. Tables 24, 25, and 26 summarize this procedure. 


Knowing K. and Ќе and using equation (12) the friction 


n 
factor inside the enhanced section was determined as outlined 
іп Chapter III. Tables 27, 28, and 29 summarize the friction 
factors for the PT tubes. See Appendix H, sample calculations 
for PT tubes, for an in-depth demonstration of the procedure. 


As can be seen when comparing the friction factors found 


in Table 14 to those found in Table 28, the friction factors 
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found by reducing the pressure drop using the values of Kon 
and K, as found in [20], are significantly different than the 
friction factors found by reducing the pressure drop using 

the values of Kon and Ko found in this experiment. 

The pressure drop across the PT tubes was significantly 
higher than the pressure drop across the corresponding tubes 
manufactured for the heat transfer measurements. The most 
obvious reason for this difference in pressure drop was due 
to the differences in the internal geometry of the pressure 
tap tubes as compared to the heat transfer tubes. The PT 
tubes were not from the same stock that the actual test tubes 
were from, but in fact they were tubes that had been manu- 
factured earlier in order to test out the manufacturing 
technique. Since there is no convenient way of verifying 
the geometry of the PT tubes, the results presented hereafter 
are based upon the pressure drop measurements taken with the 
heat transfer tubes, using the data reduction scheme mentioned 


earlier. This procedure was used knowing that there 15 ап 


error in the expansion and contraction loss factors. 


ША КЕСІЛТ5 BASED ON THE SMOOTH END DIAMETER, D. 


In as much as the primary purpose of this experiment was 
to evaluate the performance of the augmented-condenser tubes 
manufactured by General Atomic, composite plots comparing the 
various performance parameters of these tubes and smooth tubes 
are provided. Although it would be highly desirable to com- 


pare these special tubes with other augmented tubes of 
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different geometries, comparison with existing results was 
avoided in most cases due to differences in experimental con- 
ditions. The reason for this is due to the uniqueness of 
this test facility as well as the fact that there are prob- 


able differences in the data reduction schemes. 
l. Heat Transfer Coefficients 


The first comparison is in Figure 24, which shows 
the corrected oyerall heat transfer coefficient versus mass 
flow rate. As expected, the enhanced tubes' overall heat 
transfer coefficients are superior to the overall heat trans- 
fer coefficients for the smooth tubes. At a cooling water 
mass flow rate of 1.3 lbm/sec, it is seen that the smooth 
tubes (both aluminum and copper-nickel) have a corrected 
overall heat transfer coefficient of approximately 1100 BTU/ 


¢ OF and that the 45° HA enhanced tube has a coefficient 


me: Ft 
of approximately 1689 BTU/hr- ft^ EDS percent 
increase in corrected overall heat transfer coefficient for 

the General Atomic tube oyer the smooth tubes. If the over- 
all heat transfer coefficients of the three augmented tubes 

are compared, it is seen that the 609 HA tube (Table 3, Tube 3) 
outperforms the other two augmented tubes. The reason for 

this is clearly seen in Tables 14, 16, and 18. The outside 
heat transfer coefficient is higher for the 60% tube, thus 

the outside thermal resistance is smaller. As can be seen in 


equation (7) this makes U larger. The probable cause of this 


is that the steeper helix angle allows for better condensate 


29 





drainage off this tube when compared to the 30° and 45° tubes. 
This fact will be discussed in more detail in a following 
section. 

The corrected overall heat transfer coefficient of the 
copper-nickel smooth tube and the aluminum smooth tube compare 
well up to about 1.3 lbm/sec. At higher mass flow rates, 
there appears to be some divergence in the data. It is sus- 
pected that an oxide film builds up on the exterior of the 
aluminum tube more than on the copper-nickel tube. This in 
turn caused the outside thermal resistance of the aluminum 
tube to be higher than the corresponding resistance in the 
copper=nickel tube. This can be seen by referring to Table 20 
and Table 30 where the outside heat transfer coefficient for 
the aluminum tube is less than for the copper-nickel tube. 


The inside heat transfer coefficients are, however, comparable. 
2. Pressure Drop and Friction Factors 


Moure 25 15 a comparison of the pressure drops versus 
mass flow rate for the tubes tested. As can be seen, the 
pressure drops of the enhanced tubes increase at a much faster 
rate than the pressure drop for the smooth tubes. Neither the 
en HA tube nor the 45% HA tube has as dramatic a pressure 
drop as the 60° HA tube. The reason for this is easily seen 
when referring to Figures 12 and 13. The flutes on the 30% HA 
tube have the most gentle departure from the tube axis while 
the flutes on the 60° HA tube have the most profound departure. 
Therefore, the flutes on the 60° HA tube approach the geometry 


of straight radial fins which merely protrude into the inside 
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of a smooth tube, causing significant turbulent mixing to 
occur. The flutes on the 30% HA tube are such that they tend 
to impart more swirl to the fluid, with less turbulent mixing. 
These facts are further evidenced by referring to 
Figure 26. The friction factor for the 60% HA tube at a 
Reynolds number of 40,000 is approximately 0.057. The friction 
factor for the smooth tube at this Reynolds number is about 
0.0059. The friction factor of the augmented tube is then 
nearly ten times that of the smooth tube. The 45° HA tube 
and the 30° HA tube do not experience as great an increase in 
the friction factor, however, the rise is, nevertheless, 
Significant. As expected the friction factor for the 30° HA 
tube has the smallest value among the enhanced tubes for 
Re > 10,000. Below this Reynolds number, the friction factor 
for the 30° HA tube is greater than for the 45° HA tube. The 
reason for this was felt to be caused by inaccuracies in read- 


ing the pressure drop at low flows. 
3. Performance Criteria 


In 1883, Reynolds [23] mathematically expressed, for 
smooth tubes, the analogy between heat transfer and momentum 
transfer as: 

pt 
st = 5 5 (44) 
In 1933 Colburn [24] extended this analogy to include Prandt] 


number effects: 


2/3 


St Pr = (45) 


|+ 
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The Colburn Analogy then provides a useful method to compare 
the performance of the enhanced tube to the smooth tube. 
Figure 27 is such a comparison. It shows the tube perform- 
ance factor, 2j/f as a function of Reynolds number. As can 
be seen, the ratio 2j/f is less than one for all three of the 
enhanced tubes, which indicates that the performance of these 
tubes is inferior to that of a smooth tube. But, as will be 
seen later, the tube performance factor is highly dependent 
on which tube diameter is used to evaluate the heat transfer 
and friction performance. The most important fact to glean 
from this figure, then, is the relative performance of the 
three enhanced tubes. The 30% HA tube clearly outperforms 
the other two. The reason for this can be readily seen in 
Figures 28 and 26. Figure 28 shows that the inside heat 
transfer performance is very nearly constant for the three 
enhanced tubes while in Figure 26, the frictional resistance 
of the 30% HA tube is seen to be much less than the other 
two tubes. 

An area ratio such as defined by equation (22) in 
Маркет III can be found from Figure 28, In this figure, the 
Sieder Tate correlation is used in place of the Dittus Boelter 
correlation as used in equation (22). A value of (Nu p 


ms. 379-15, 


smooth tube and the enhanced tubes. The area ratio is then 


is found at the same Reynolds number for both the 


found by taking a ratio of these dimensionless groups. As 


can be seen, this area ratio would make the enhanced tubes 


appear to be very desirable for condenser use. 
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However, as explained in Chapter III, with this area 
ratio, the additional frictional resistance of the enhanced 
tubes is ignored. By evaluating the area ratio for a con- 
stant pumping power, these additional frictional effects are 
included in the results as shown in Figure 29. 

The results in this figure, however, are for an exter- 
nal resistance equal to zero. As shown earlier, area ratios 
for a non-zero external resistance could also be found, and 
these results are plotted in Figure 30. 

When Figures 29 and 30 are reviewed, the 30% HA tube 
appears to have the best overall performance. The area ratio 
for this tube is under one over the entire range of Reynolds 
numbers used. In the range of Reynolds numbers that are of 
interest to the condenser designer (Re < 50,000) the highest 
area ratio is for the 45° HA tube and is approximately 0.6/7. 
There are three facts of interest to note here. First, it 
appears that any of the three tubes tested would outperform 
the smooth tube. Secondly, the area ratio for the 60° HA tube 
is less than the area ratio for the 45° HA tube in Figure 30, 
while the opposite is true in Figure 29. The reason for this 
1s felt to be caused by the higher external resistance in the 
45% HA tube than in the 60% HA tube. This is seen in Table 14 
and Table 18 wherein Во is found to be on the average, 

200 BTU/hr'ft° °F larger for the 60° HA tube than for the 45° 
HA tube. It is noted in Figure 29 that the area ratios are 
very nearly constant. This interesting fact apparently sig- 
nifies that the ratio of heat transfer performance to hydro- 


dynamic performance is constant, much the same as for the 
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smooth tube. Finally, when comparing Figures 29 and 30, the 
taking into account of ГАТТ has a significant effect on the 
results. The area ratio, as should be expected, will increase 
when the wall resistance is taken into account. 

The uppermost curve and the lowest curve on Figures 
29 and 30 are reproduced from Figure 9, Bergles [3], and are 


for an assummed R = 0. These curves were reproduced herein 


ext 
to indicate the relative performance of the General Atomic 
tubes against the tubes included in reference [3]. 

Figures 31 and 32 are Figures 1 and 2 from reference 
[3] with the 30° HA tube's results plotted thereon. [п 
Figure 31, it is seen that the 30° HA tube compares very 
favorably with the tubes included in reference [3]. Figure 32 
shows the friction factor of the 30° HA tube to be slightly 
above the average of the existing data. Of the tubes appear- 
ing on Figure 31 and Figure 32, tube 9, a repeated rib tube 
tested by Webb [25] apparently comes the closest to duplicat- 
ing the General Atomic tube's performance. However, it must 
be remembered when comparing these tubes that they are all 


tested under different conditions which could affect their 


performance. 


RESULTS BASED ON THE HYDRAULIC DIAMETER, D, 


The major thrust of this section is to permit the compar- 
ison of the augmented tubes based on their respective hydraulic 


diameters, in lieu of comparing them based solely on their 
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smooth end inside diameter. Consequently, it is recognized 
that this section will be of interest primarily to heat 
transfer experimenters. 

As mentioned previously, the diameter used to compute 
such parameters as the Reynolds number and Nusselt number is 
extremely critical to the results. In reducing the data ob- 
tained in this experiment, the hydraulic diameter was found 
from the geometry of the enhanced section. As expected, the 
hydraulic diameter was much smaller than the plain end dia- 
meter. The effect of this is immediately seen in Table 31 
through Table 36, the summaries of the enhanced section re- 
sults. For example, for equal mass flow rates the Reynolds 
number will decrease and the mass flow rate per unit area 
will increase when compared to the smooth end diameter results. 


This in turn will cause the other results to change as well. 
1. Heat Transfer Results 


The inside and outside heat transfer coefficients are 
both smaller in value for the results based on the hydraulic 
diameter in comparison to the smooth end results. The major 
reason for this is due to the fact that the actual surface 
areas of the enhanced sections are larger than the surface 
area at the smooth ends. As shown in Chapter III, the heat 


transfer rate can be computed as: 


Q = U, A, LMTD = UA, LMTD . (2) 


For a measured value of Q and LMTD, the UA product must 
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remain constant. Using equation (32), it is easily seen that 
Dog A. and А, both increase when using the hydraulic diameter 
reduction scheme, it follows that the inside and outside heat 
transfer coefficients must decrease. In addition, as would 
be expected, the Nusselt number and Stanton number also de- 


crease as seen in the tabular results. 
e Friction Factor 


The friction factor found using the hydraulic diameter 
is much less than the corresponding friction factor using the 
smooth end diameter, as seen when comparing Figure 33 with 
Figure 26. The reason for the smaller friction factor is 


seen in the following friction factor equation: 


_ (ор) (АР) (144) (29) 
f = ———. — — — : (46) 
ES 2 
4 (Lr c/D) G 
Since G, the mass rate of flow per unit area, is inversely 
proportional to diameter squared, then the friction factor 


is proportional to D’. Since 0, is less than 0.. then the 


friction factor will decrease accordingly. As can be seen 

in Figure 33, however, the friction factor for the 30% HA tube 
is less than the corresponding friction factor for a smooth 
tube. Since this is not reasonable, the hydraulic diameter 
used herein may be somewhat questionable. The 60° HA friction 
factor is again very high and apparently becomes asymptotic 

at a Reynolds number of about 50,000. Both the friction 


factor curve for the 50° HA tube and the friction factor 
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curve for the 45% HA tube have a similar shape to the curve 


for the smooth tube as seen in Figure 33. 
3. Performance Criteria 


As seen in Figure 34, the tube performance factor 
2j/f, when using the hydraulic diameter, increases signifi- 
cantly for all three helix angle tubes when compared to the 


results based on the smooth end diameter. 


Е. ISQTHERMAL FRICTION FACTOR VERSUS NON-ISOTHERMAL FRICTION 

FACTOR 

Pence [13] compared the isothermal friction factor with 
the non-isothermal friction factor for the smooth tube. His 
results showed a negligible difference. Isothermal friction 
factors were also found for each of the enhanced tubes tested 
in this experiment. The results are summarized in Tables 37, 
38, and 39. Figure 35 compares the two friction factors for 
the 45° HA tube. As can be seen, the isothermal friction 
factor is higher than the non-isothermal friction factor up 
to a Reynolds number of about 40,000. At this value they 
apparently merge and remain approximately the same. 

The reason for the lower friction factor with heat addi- 
tion at the lower flow velocities is thought to be a result 
of the decrease in the measured pressure drop for these runs 
as compared to the isothermal runs. The reason for the reduced 
pressure drop must mean that less energy is expended to force 


the water through the enhanced tube under heated conditions. 
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Consequently, there must be some phenomenon occurring within 
the tube to aid the flow. It is felt perhaps that secondary 
flows generated within the flutes are enhanced by the heat 
addition. This fact was speculated by General Atomic and 
Figure 35 supports this. At the lower flow velocities, the 
heat input per Ibm of water is greater than at the higher 
flow rates where the water residence time in the tube is 
less. Thus it would be expected that if the heat input did 
in fact enhance the secondary flow in the flutes, the differ- 
ence in the isothermal and non-isothermal friction factors 

Ш бе greatest at the lower velocities, as verified in 


ешге 35. 


G. TUBE DRAINAGE AND HOW IT AFFECTS ne 


ж 


As is very evident when reviewing the summary of results 
in the tables, the outside heat transfer coefficient De 
decreases for the enhanced tube when compared to the results 
for the smooth Cu/Ni tube. 

As noted earlier, one very important factor is the oxide 
film that apparently forms on the aluminum surfaces. Based 
on the differences in Шо for the results of run 4 and run 14, 
the degradation could be as high as 10 percent. 

Perhaps, though, a more important factor to consider 1s 
tube condensate drainage. Because of the exterior flutes, 
and the high surface tension of the water, as condensation 
takes place, these grooves tend to flood with condensate, 


which drops off the tubes at regular intervals. As the 
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space between adjacent flutes fills with condensate, the 
thermal resistance on the outside increases. ТЕ 15 seen that 
the 60% HA tube has the highest outside heat transfer coef- 
ficient among the enhanced tubes. The obvious reason for 
this is that the flutes are more conducive to condensate 
drainage than either the 45° or 30° HA tubes. This is so 
because the angle is 60° to the tube axis which means that 
the effect of gravity on the water in the flutes is greater 
for this tube than for the others, thus providing for better 


drainage. 
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ИТЕУ Т ОН 


As a result of the above-mentioned tests, the following 


conclusions are reached. 


1. The overall heat transfer coefficient of the General 
Atomic Co. tubes is superior to that of a smooth tube. The 
increase in the oyerall coefficient, when corrected for wall 
resistance, varied from about 1.5 to 1.75 times the correspond- 
ing smooth tube value at the same mass flow rate of cooling 
water. 

2. Significant enhancement was realized for the inside 
heat transfer coefficient in the General Atomic tubes when 
compared to the smooth tube. Results based on the smooth 
end diameter, show an increase of about 3.5 times the smooth 
tube's value. Results based on hydraulic diameter show an 
increase of approximately 2. 

3. The outside heat transfer coefficient of the augmented 
tubes was approximately 10 to 20 percent less than the cor- 
responding outside heat transfer coefficient for the smooth 
tube. 

4. Friction factors of the enhanced tubes were larger than 
the B pesponding smooth tube values. At a Reynolds number of 
50,000, based on D,, the friction factor for the 60% HA tube 


increased by a factor of 10 over the value for the smooth tube. 


5. The heat transfer coefficients (hi. ho U.) are highest 


for the 60° HA tube. The friction factor is also the highest 
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for this tube. The increase in friction factor dominates 
the increase in heat transfer coefficients as exhibited by low 
tube performance factors, 2j/f. 

6. The 30° HA has the highest tube performance factor 
of the three General Atomic enhanced tubes. The tube perform- 
ance factor is about 0.67 for data reduced based on D. and as 
high as 2.0 for data reduced based on the hydraulic diameter. 

7. Condenser tube surface areas could be reduced by up 
to 50 percent using the 30% HA tube. Significant material 
sayings are also possible using the 45% HA or 60% HA tube. 

8. Using the enhanced tubes, the non-isothermal friction 
factor is less than the isothermal friction factor at the 
lower water velocities. Perhaps secondary flows generated 
in the flutes are enhanced by heat addition. 

9. The range of flow velocities over which the Wilson 
plot can be accurately used is limited because at low flow 
velocities, it becomes virtually impossible to maintain h 
constant. The Wilson plot assumes all variables are constant 
except for hi. 

10. The aluminum tubes have a higher outside thermal 
resistance due perhaps to an oxide film. The aluminum smooth 
tube's overall heat transfer coefficient compares favorably 
with the copper-nickel smooth tube up to about 60 percent flow 
in the system. At this point the two overall heat transfer 
coefficients diverge and the aluminum tube is about 10 percent 


less than the copper=-nickel tube. : 
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11. The hydraulic diameter used for the enhanced tubes 
I be in error since the 30° HA tube's friction factors 
are less than the corresponding friction factor for a smooth 


tube. 
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VI. RECOMMENDATIONS 


The results of this experiment have been encouraging 
and hopefully the greatest contribution to heat transfer wil] 
be to create a curiosity that will cause others to conduct 
experiments that will begin to answer so many of the unanswer- 
ed questions and of course, to provide further experimental 
evidence to support the results herein. In an effort to offer 
some ideas for further experiments. the following recommenda- 


tions are made. 


1. To fully realize the potential of this condenser test 
system as presently configured, as many of the augmented tubes 
available commercially as well as newly conceived tubes should 
be tested and ranked with other tubes. This will present to 
the designer of Naval condensers, as well as other designers, 
Near and non-proprietary reference by which to evaluate 
his possibilities. Figures 36 and 37 show tubes manufactured 
by Spiral Tubing Corp. and Wolverine Division of Universal 011 
Products Co. respectively, which are examples of tubes that 


can be tested and ranked in the future. 


2. The enhanced condenser tubes used in this study should 
be tested in a vertical orientation. As was discussed earlier, 
in a horizontal orientation, the condensate filis the area 
between the flutes which has a detrimental effect on the out- 
side heat transfer coefficient. It is felt that a vertical 


orientation would provide a better outside heat transfer 
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coefficient since superior tube drainage would result in a 
vertical orientation. A preliminary design for modifying the 
existing system to allow a vertical orientation of the con- 
denser tube was made by this experimenter and will allow mod- 
ifications at a minimal cost. Included in this design are 
also yarious baffle designs to permit different angles for 
steam entry into the condensing section of the condenser. 

By directing the steam at different angles across the condens- 
ing surface, an optimum entry angle may be found which will 


give the highest outside heat transfer coefficient. 


3. Tests of the most promising tubes should be expanded 
to include testing of horizontal banks of tubes. This type 
of test is needed to determine how the condensate drainage 
of the upper tubes affects the lower tubes' heat transfer 


coefficient. 


4. Further hydrodynamic testing of augmented tubes is 
required. The pressure drops and hence the friction factors 
of augmented tubes cannot be accurately predicted by existing 
methods; therefore, tests which permit the exact measurements 
of pressure drops on tubes of known dimensions should be 


conducted. 


5. Pressure drop measurements of the augmented tubes 
under yarious degrees of heat addition to the cooling water 
should be accomplished. This is needed to determine how much 
the heat addition affects the secondary flows induced in the 
flutes, and the resulting pressure drop. Also, tests which 


permit flow visualization under both heat transfer conditions 
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and isothermal conditions would be desirable as this type 
of test could possibly shed light on secondary flow enhance- 


ment in these tubes. 


6. The fouling characteristics of any tube under test 
should be determined. As discussed within this report, there 
is some evidence that the aluminum tube forms an oxide film 
that increases the thermal resistance. By manufacturing 
and testing identically dimensioned tubes of different 
material, this effect could be determined. In addition to 
the outer film, the extent of the fouling problem on the 


cooling water side of the tube has to be determined. 
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Figure 5. Test Condenser Schematic, Side View. 
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Photograph Showing Pressure Tap System Construction. 


Figure 10. 
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Photograph of Forming Process, Spirally Fluted Tubes. 
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Photograph of General Atomic Fluted Tubes. 


Figure 12. 
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Crossectional View of GA Fluted Tubes. 


Figure 13. 
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Photograph of General Atomic Pressure Tap Tubes. 


Figure 14. 
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Computer Program Flow Diagram. 
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Condensate Drainage off Fluted Tube. 


Figure 20. 
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Figure 31. Heat Transfer Data For Tubes w1th 
Various Types of Roughness versus 
Reynolds Number. 
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FANNING FRICTION FACTOR, f 


DRAWN TUBING, e/D = 0.00012 (10) 
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REYNOLDS NUMBER, pD¡vs/pL 


Note: The numbers appearing with each curve above are the 
reference numbers appearing in Bergles [3]. 


Figure 32. Friction Factor Data For Tubes With 
Various Types of Roughness Versus 
Reynolds Number. 
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Photograph of Korodense Tubes. 


Figure 37. 





SO TABLES 


Channel Channel 
Number Location Number Location 
1 


V 
V 
V 


V 


Table 1. Location of Stainless Steel Sheathed 
Copper Constantan Thermocouples. 


> 
INO 
—] 
O 
O 
сјај на | еа | ч 





Table 2. 


Location 


Hot Well 


Feedwater Tank 


Condenser Window 





Location of Teflon 


Channel L ti 
nine ocation 


Condensate Header 


Ша into Cooling Tower 


02600 of Cooling Tower 


Cooling Tower Ambient 


Coated Copper Constantan Thermocouples 





| ewa3y20S] 


10ш494305] 


e1e( 





INN) 


== 


[914979 


ОЕЕО 


DN+INA 


(862 6Р0 `0 
0/{©`81 0S0°0 


8/676 LEL'O 





8 


2970 
2970 
62970 


0690 


АЧУНИП59 38 


065:0 | 09670 


wel 
bg 0 


ПІ 1531 "te? 


48671 |06971| 09270/| 21270 
98970/ 


(421 


989 0/ 


9897071 42170 


989'04 


Stl'O0 








€ 


p 
! 
ES 
a. 
“е 


Ч300ш5 


u1oous 


ЕЕЕ 
-- t г- == г-- = == 


= (М С гм 
Шо. 


ll 


(ѕәәлбәд) 


с” 


t. 


əqn] 


111 








LOW 

Ms 
[poer ome [o9 oma | te 
as | ma [sm 
“= [a are fm pm 
a a] ee 
[m ums [ome | ae [er | 
moe owe [os | ome [oe 
Pe [ane [ses [| ar | ma [ea 


Table 4. Raw Data for 45° Tube, Run 2, 11 OCT 77 
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Table 6. Raw Data for Smooth Tube. Run 4, 18 OCT 77 
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Table 7. Raw Data for 30% Tube, Run 8, 28 NOV 77 
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Table 8. Raw Data for 60° Tube, Run 9, 29 NOV 77 


vem | ren М 
CAE 
Е 2 г. va 
fo fone [| ss | #0 | ma [es 
Pe fot [ ss | ma | ma | ma 
ЖЕ T T 
ЖЕСІ: 


Table 9. Raw Data for 45% Tube, Run 11, 9 JAN 78 
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Table 10. Raw Data for 609 Tube, Run 12, 10 JAN 78 
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Table 11. Raw Data for Smooth Al Tube, Run 14, 14 JAN 78 
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Table 22. Summary of Pressure Drops PT-2, 45° 
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Table 23. Summary of Pressure Drops PI - 3, 60° 
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Table 24. Summary of ae + Ќе determination PT-2, 45°. 
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Maler 27 Friction Factor Summary, PT-1, 30 
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ШАО е 28.5 Friction Factor Summary, Pl-2, 45° 
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Table 29. Friction Factor Summary, PISO 
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APPENDIX A 
CALIBRATION PROCEDURES 


1. Rotameters 


The three rotameters installed in the test condenser and 
by-pass line were calibrated by the use of a scale and a stop 


watch. The procedure that was used is as follows: 


a. Establish flow through the rotameter at a specified 


percent level. 
b. Record weight of container at time zero. 
c. Record weight of container at time Zero. 


d. Determine flow rate for specified level by 


dividing the weight gain by the elapsed time. 
2. Thermocouples 


All thermocouples used in the test apparatus were cali- 
brated in a silicone oil bath against a platinum resistance 
thermometer. The output of the platinum resistance ther- 
mometer was determined by the use of a Wheatstone bridge and 
is accurate to the nearest 0.02°F LE. The Autodata 
Nine Recorder, the output device for all sheathed thermo- 
couples, is accurate to the nearest 0.29 (ООО) and all 
sheathed thermocouples were found to record the same temper- 


ature that was indicated by the platinum standard. 





3. Pressure Transducer 


Calibration of the absolute pressure transducer was done 
by using a mercury manometer. The amplifier for the trans- 
ducer had an excitation voltage of 16.2 volts. A second 
voltage setting was used to set the scale of the output so 
that the output corresponded to centimeters of mercury. The 
calibration showed a linear relationship between the trans- 
ducer and the actual pressure. The output of the transducer 
when multiplied by ten is equal to the pressure in centimeters 


of mercury. 
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APPENDIX B 
PROCEDURES FOR PREPARING AND INSTALLING THE ALUMINUM TUBES 


The enhanced section of the tubes manufactured by General 
Atomic Company had a larger outside diameter than the corres- 
ponding smooth end. This fact necessitated that a special 
procedure be developed to allow installation of these tubes 
with the wall thermocouple installed. The smooth aluminum 
tube was prepared in a manner similar to the aluminum augmented 
tubes, except for the special installation procedures mentioned 
above. Therefore, these procedures also apply to the smooth 
aluminum tube,except step A. 1 is ignored and all of step C is 


disregarded. 
A. PREPARATION PROCEDURES 


1. File the plastic thermocouple connector to a size that 
will allow the connector to pass through the swagelock fitting. 

2. Cut a 4-inch long groove approximately 0.025 inch deep 
in the wall of the tube. The groove is cut from the edge of 
the enhanced section back into the plain end section at one 
end. 

3. Install the thermocouple bead at approximately the 
middle of the enhanced section. Insure that the bead location 
is orientated 90° to the 0.025 inch deep groove and that 
the bead is in contact with the tube. This insures that the 


thermocouple bead will be at the same location on all tubes. 
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Use an appropriate high temperature cement, such as DEVCON, 


to install the bead. 


4. Cement the thermocouple bead into the 0.025 inch 


deep groove. 


S After the cement dries, insure that the excess ce- 
ment is removed by scraping with a pocket knife and filing 


smooth so as to allow a smooth fit in the swagelock fitting. 


TUBE CLEANING PROCEDURE 


Prior to each run, the aluminum test tube must be cleaned 


thoroughly. The procedure used is as follows: 


1. Lightly brush the exterior of the tubes with a 


wire brush. 


meee il) the flood tube 2/3 full (The flood tube is a 
l-inch ID, 48 inch long plexiglass tube with a l-inch thick 
piece of flat plexiglass glued to one end.) with a 10 percent 


solution of sodium hydroxide (NaOH). 
3. Insert the test tube into the flood tube. 


4. Using a 3/4 inch test tube brush, brush the inside 
surface of the test tube. The brush must be inserted with a 


twisting motion to insure that the flutes are being cleaned. 


5. Leave the test tube in the flood tube until a foaming 
action is obseryed over the entire outside surface and the 
solution has bubbled up through the inside of the test tube. 


This should take about two minutes. 
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6. After removing the test tube from the flood tube, 
thoroughly rinse the inside and the outside with tap water. 
The tube should have a dull silvery appearance and should be 


well wet by the water. 


C. INSTALLATION 
The fluted aluminum test tubes were installed by following 
the procedure listed below: 


1. Insertthe tube into the test condenser through the 


tube sheet which the thermocouple lead will pass through. 


2. Install the test tube swagelock fitting and seals 
over the thermocouple case and the thermocouple lead. Do not 
allow the lead to be seized by the swagelock fitting as this 


will destroy the thermocouple. 
3. Install the upper dummy tube's swagelock fitting. 
4. Connect the cooling water lines to the test tube. 


5. Reinsulate the test condenser and the cooling water 


lines. 
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ARRENDIX С 
OPERATING PROCEDURES 


1. Light-off Procedure 


a. Boiler Operation 


(1) 


(4) 


(5) 


(6) 


Energize main circuit breaker located in power 

panel P-2. 

Turn key switch on--located on right side of 

main control board. 

Energize circuit breaker on left side of main 

control panel by depressing start. 

Energize individual circuit breakers on left 

side of main control panel. The following list 

identifies each circuit breaker: 

(a) Feed pump 

(b) Outlets 

(c) Hot water heater (feedwater tank) 

(4) Condensate pump 

(e) Boiler 

(f) Cooling tower 

(g) Cooling water pump (only when using closed 
cooling water system) 

Insure water level is up in the feedwater tank. 

Turn switch on to energize heater. 

Energize instrumentation. 

(a) Autodata 9 machine and amplifier. 


(b) Multichannel pyrometer. 
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(7) 


(10) 


Turn on the switch to the feed pump to recirculate 
water in feedwater tank. 

Insure nitrogen level in cold trap is at full 

mark (if installed) and start vacuum pump. 

After feedwater tank has reached a temperature 

of 140°F, insure water level in boiler is above 
low level mark and energize boiler. 


Open valve 05-1. 


b. House Steam Operation 


Follow steps (1) through (4), (6) and (8) as outlined 


above for the boiler. 


2. Operation 


a. Cooling Water System 


ШТ) 


(2) 


Open valve CW-1; then open valve CW-2 one turn 
to prime the cooling water pump, keeping valves 
CW-3 and CW-4 closed. 

Energize pump, and close valve CW-2. Open valve 
CW-3 one turn until flow is established, then 
open valve CW-4 to purge air. 

Open valves CW-3 and CW-4 to obtain desired flow 
rates. 

Vent both sides of the 12-ft manometer. 

When using the house water supply remove plug 
from sump and open valve CW-2 with valve CW-] 


closed. Follow step 3. 





b. Steam System 


(1) Boiler Operation 


(a) 


(b) 
(c) 


When boiler has reached the desired pressure 
(approximately 3 psig) open valve MS-1. 
Insure valves MS-6 and MS-5 are open. 

Open valve MS-3 to obtain desired steam flow 
rate to test condenser. Open valve MS-4 as 
necessary to maintain boiler pressure at 


desired leyel. 


(2) House Steam 


(a) 
(b) 


Insure valve MS-1 is closed. Open valve MS-2. 


Follow steps (b) and (c) for boiler use. 


c. Condensate and Feedwater System 


(1) Using Boiler 


(a) 


(b) 


To collect drains in test condenser hotwell 
operate with valve C-1 closed. After test 

run has been completed, open valve and con- 
densate will drain into secondary condenser. 
The condensate pump is operated intermittently, 
when level in secondary condenser dictates. 
When pump is secured, keep valve C-2 closed. 
When pump is required, start pump and then 

open valve C-2. Іп this mode keep valve C-3 


closed. 





(c) While feed pump is running (continuous oper- 
ation) valve FW-1 must be fully open and 
valve FW-2 must be throttled so that a posi- 
tive flow is insured. Valve FW-3 is a sole- 
noid valve which is actuated by the boiler 
controls. 

(d) When boiler is energized, valve FW-4 must be 
fully open. 

(e) Make-up is added to the system through the 


top of the feedwater tank by removing anode. 


(2) Using House Steam 


(a) Follow step (a) for using boiler. 

(b) To pump condensate from secondary condenser 
hotwell, start pump, and open valve C-3. In 
this mode keep valve C-2 closed. 


(c) Delete steps (c) through (e) for using boiler. 


3. Securing System 


a. Using Boiler 


(1) 


(2) 


(3) 


E) 
(5) 


Close valves MS-3 and MS-4. Secure power to boiler 
and then close MS-1. 

Pump condensate from secondary condenser hotwell to 
feedwater tank. Secure valve С-2. 

Secure power to heater. 

Secure vacuum pump. 

Secure cooling water pump or close valve CW-2 when 
using house water supply. Close valves CW-3 and 


CW-4. 
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(6) Secure instrumentation. 

(7) Bottom blow boiler to remove deposits. Repeat 
twice, blowing from high water mark to low water 
mark. 

(8) Secure power to feed pump. 


(9) De-energize individual circuit breakers. 


(10) De-energize circuit breaker on control panel; 


depress stop. Turn key switch off. 


Using House Steam 

ШІП! Close valve MS-2. 
(2) Pump condensate into return line; close valve C-3. 
(3) Follow steps-(4) through (6), (9) and (10) as 


outlined for procedure using boiler. 


4. Secondary Systems 


a. 


Vacuum System 
Vacuum is established by mechanical vacuum pump and is 
controlled by a yacuum regulator mounted on instrument 


board mounted by test condenser. 


Desuperheater 

Valye DS-1 controls flow of feedwater (140°F) to spray 
nozzles. Qptimum flow level is between 15 and 20 per- 
cent flow on rotameter. Condensate is collected in a 
Small tank below desuperheater so the mass flow rate 


can be determined. 





5. 


Safety Devices 


a. Emergency Power Shut-Off 


To secure all power to the system in an emergency, 


depress the red button on the right side of the main 


control panel. 


b. Boiler 


(1) 


(3) 


The mercury switches mounted on the main contro] 
panel secure power to the heating elements of the 
boiler when the steam pressure exceeds 25 psig. 
Power is restored to the heating elements when the 


pressure drops to approximately 15 psig. 


A low water level limit switch is contained within 
the boiler, and when the water level inside the 
boiler drops below a preset level, power is se- 
cured to the boiler and will not be restored 


until the water level is above this preset height. 


The relief valve mounted on the boiler is set to 


ШМК ар 30 psig. 
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APPENDIX D 
SAMPLE CALCULATIONS 


A sample calculation is performed here to illustrate how 
the data reduction program, Appendix H progresses to the re- 
sults. Tube number 1, run number 2 at 60 percent flow on the 
large rotameter was selected at random to perform this analysis. 
This tube and run number are the same as that used for the 
error analysis in Appendix E. 

Section 2 of this appendix corresponds to the calculations 
performed for N = 1 in the data reduction program. The calcu- 
lations for N = 2 will be demonstrated in section 3 of this 


appendix. The water property calculations are shown in section |. 


INPUT PARAMETERS 


Tube Number 1 
Run Number 2 
Tube Inside Diameter, 
Ben End (0.) 0:043666/ Тї 
Tube Inside Diameter, 
fest Section (D, ) 0.02408333 ft 
Tube Outside Diameter, СР ШЕШЕ ДӘР ТЕ: 
Inside Wetted Perimeter (Ри.) (EUIS OSEE 
Outside Wetted Perimeter (Ри) 0.183333 ft 
Test Section Cross Sectional Area(Ac) 0.0009375 Ft? 
2 
Outside Nominal Surface Area (A, ) 0.490874 ft 
2 0 
-5 hr-ft E 
Wall Resistance (Ry) 4.3761 х 10 eoU 
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Cooling Water In (Тс.) ТОЛЕ 


Cooling Water Out (Tc_) 80.74°F 


Average Cooling Water 


JU. Gees. mu ce 


Temperature (T° ШАР, 
Steam Vapor Temperature (T,) Don OE 
Tube Wall Temperature T 554% 
Tube Pressure Drop (АР) 19.56929 psi 
% Flow 60 
Tube Inlet Contraction Factor Кс E 
Tube Outlet Expansion Factor Ke | С 


*See Appendix І. 


Section 1, Water Properties 


u 


YH 0 


exp[(0.004606532)(533.59)+(4759.5941)/(533.59) 


- 10.59252566] 


1bm 
2.19333 6577. 


805215995] 5: (0.000697989)(75.99)-(0.12506 x 10791225902 


-(0.2072 x 1010) (75.99)? 
BTU 


0.36741 ae ОЕ 


62.707172 - (0.0043955304)(75.99) 
- (0.000046076921)(75.99)* 


62.10706 10" 


t? 


“фу 





ср 1.0121559 - (0.00024618473)(75.99) 
+ (0.10282155 x 10°°)(75.99)2 
BTU 
КОШО 9.99939 SU 
р 1bm9F 
N = = м 23] 
m = GPM x p = (11.28)(60)(231.) (62.10700) 
E Ibm _ Ibm 
а 5647.22266 0! 1.57 En 
uc 
Pr = __р 
К 
(2.1933)(0.99939) 
— - | 9.366 


Section 2, Plain-End-Tube Reduction 


1. Determination of cooling water velocity 


_ Am om 
Ç 2 S РУТЕ 
отр. 
МИ. (1)(5647 22266) I 5647.22266 
(62.10706)(т)(.043667) (0.0009375)(62.10706) 
_ ft : a 
Hs 60716.023 ,-- DM MEE 
Е ft _ ft 
= 16.87 — NE 





2. Determination of Mass Flow Rate per Unit Area 


Re 


Re 


m 77 
тр. 


ОООО /06)(60716.023) 


3,770,893.659 `lbm 
ft -hr 


1047.47 — 1 
ft -sec 


Determination of Reynolds Number 


0.6 


H 
H,O 


(0.0436667)(3770893.659) 
933 


[50/5522 


Determination of Overall Heat Transfer Coefficient 


m c ТИТС : 


V 1 
m + r) 


0 


(5647.22266)(0.99939) Ir [121.07 - 71.244 
0.490874 151.07 - 80.744 


BTU 


1456.83 M 
hr-ft OF 





Determination of Corrected Overall Heat Transfer Coefficient 


e = БЕТ > 
U W 
| 1  L . 
] - 5 
ERES - 2.376] x 10 
U. = 1556.03 — 
Пе“ ЕЕ МЕ 


Determination of Friction Factor 





е 2 0.046 
$ Rel- 2 
0.046 
75075.220-2 
f. = 0.00487 
L 
2 S 
о (02) 
AP. ш 
2, 1.2604 
E. (4) (0.00487) (3770893659) “(Sena ) 
5 (62.10706)(2)(4.17 x 109)(144) 
AP. = 1.072 psi 
о у 
_ TS 
AP exp/con B 29. [Kc + Кеј 
(62.107172)(96989.04)% 10 34 
CIE 10°) (лл) 
o icon = 1.6054 psı 
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АР = SS 


T5 exp/con 


= 19.56929 - 1.072 - 1.6054 
= 16.89 psi 


ed 
L 
т 
© (a>) 
1 


46 


8 


(6250107/172)(16.89)(2)(4.17 х 10 144 


Me = 


(4)(3770893.657) 0436667 


Т 


TS 0.032246 


Determination of Wilson Plot Parameters 


(a) Ordinate 


cS 


1 
1456.83 


(b) Abscissa 


1 H 
X = — AW H. 0 
ne 0-8 pp 1/3 [ 2 


0.14 
ms 


ү/ 


Шо exp[(0.004606532)(554)+(4759.5941/(554) 
- 10.59252566] 
а lbm 
= 1.7347 Aa 





10. 


Кин с NS ss 1⁄3 2719333 0 12 ` 
(75075.22) *^(5.966) ^" (fu) 


6.71086 x 10^? 


>< 
И 


Determination of Sieder Tate Constant 


C 
O 


г 
= 
> 


= 
1 


1.76639, from linear regression subroutine 


E. 0.0525 
i (1.76639) (0.36741) 


c. = 0.080895 


Determination of Inside Heat Transfer Coefficient 





u 
Es H,O 
ШЕ р к nel ре1/3 (2 0-14 
1 Bw 
_ ,0.080895 0.8 1/3 
= \0 0453667) (0 36741)(75075_ oo) (5.966) 
(2.19333,0.14 
1.7347 
h, = 10142.384 E 
hr: ft“ OF 


Determination of Outside Heat Transfer Coefficient 


ШЕИ... 
h = D 


0 
U W DA; 


1 


В A e o сш... 


=A -5 (0.0525) 
h = 2081.777 ÉL — 
E aa СЕ 





11. Determination of Nusselt Number 


h.D. 
Е 1 1 
Nu = k 





1205.43 


12. Determination of Stanton Number 


Nu 


e= RePr 


1205.43 
(7507522) (5.966) 


Zoe 


13. Determination of Performance Factor 


ТРЕ = 4% 
TS 
MEE ок Рег 
E 8.8529 x 107° 
> 
_ (2)(8.8529 x 107°) 
ТРЕ = 032246 
TPF = 0.5491 


Section 3. Tube Reduction Based Upon Hydraulic Diameter 
I * 
1. Determination of Velocity 


VIS = 26.94 ft/sec, 96989.04 ft/hr 


* See Section 2 of this Appendix. 





2. Determination 


ШИ т | 

E = ДС 

G = 6023704. 
= 1673.25 


3. Determination 


0,6 


u 
H,O 





Re = 


of Mass Rate Flow per Unit Area 


5047.222606 


70009375 


171 — n. 
ft -hr 


1bm 


ft^-hr 


of Reynolds Number 


(0.02408333)(6023704.171) 
21933 


= 66,142.74 


4. Determination 
U, = 1456.83 


5. Determination 


UL = 1669.73 


6. Determination 


EL. 16.89 


*See Section 2 of 


hr-ft 


of Overall Heat Transfer Coefficient 


BTU 


hr:ft^ ?F 


* 
of Corrected Overall Heat Transfer Coefficient 


BTU 


2 Or 


х 
of Friction Factor 


psi 


this Appendix. 





ZO 


с 
2-15) 
Dh 


HES 
4 G 


(62.107172)(16.89)(2)(4.17 x 10%)(144) 
3 


| 
2 
(4)(6023704.171) (503108333 


-h 
II 


TS 02006968 


7. Determination of Wilson Plot Parameters 


(a) Ordinate 


1 
ES FA 
Un 


eG 86422 x 10°" 


(b) Abscissa 
] 


E 0.8 . 1/3, "29.0.14 

Re0-8 p,1/3(, 2 0. 

Hg 
ЕЕЕ... 
0.8 1/3 271933,0.13 
66142.740-9 , 5 966 х (227335) 
I 

a AA 


8. Determination of Sieder Tate Constant 
AnD, 


с. = ——TT_As 
i Ри СтеМКр 


E (0.490874)(0.0240833) 
0 SI5/65990803): 07759616) 0073674] 


0.04312 


O 
II 
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9. Determination of Inside Heat Transfer Coefficient 


Н 
һ. = El ре0-9 py 1/3 (2010.14 


1 0, um 


(0.04312)(0.36741) 0.8 1/3 
= 0.0240833 (66142.74) (5.966) 


(2-1933 123340. 14 
1.7347 


10. Determination of Outside Heat Transfer Coefficient 








О Pw L Pw Pw 
О Mu er 
ann Dr К Pw;h, 
h = ! 
О 
(0.18333)(3) 6.86422 x 10% - 2-483358.75223х107 
(0.490874 
‚18333 -4 
m - 1846.2 ——ÀH 7 — 
ПЕ F 


11. Determination of Nusselt Number 


2 h 
Nu = k 





(8857.72)(0.0240833) 
0.36741 


ИШ - 580.61 
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2. 


Determination of Stanton Number 


St 


St 


St 


RePr 


580.61 
(66142.74)(5.966) 


1.4714 х 1073 


Determination of Tube Performance Factor 


ТРЕ 


ТРЕ 


Ber 


И 





2 X J 
"rs 
St ру 2/3 
eae E 
4.84 х 1073 


(2)(4.84 x 1073) 


0.006968 


17:38 
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APPENDIX E 


ERROR ANALYSIS 


The basic equations used in this section are reproduced 
from Pence [13]. The general form of the Kline and McClintock 
[26] “second order" equation is used to compute the probable 
error in the results. For some resultant, R, which is a func- 
tion of primary variables Xy > Ко "eye T the probable error 


in R, SR is given by: 


E a e (È ax I? (1) 
n 


= (SR sy 


— 


where 8X4, Š X 6X 15 the possible error in each of the 


22 * э > $ n 
measured variables. 
The overall! heat transfer coefficient is given by 


equation (4), in Chapter III as: 


Е 
Bw oc (4) 
V O 


By applying equation (E-1) to equation (4), the following 


equation results: 


BU. B SAn, 2 IZ smy 2 ТЕСЕУ 2 
EE ^ Kor} + (се E OE | Т тст) 
n р m ГС ЕЕ) тусл. 
V i V o тоту 
V O 
STO, 2 D - 
ER а (Е-2) 
me ein T 
у 0 Ey LES 
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The following are the 


ócp = 0. 
ome = 0. 
сое), 
oce = 0. 
5Тс. = 0. 
6An = 0. 


The probable error in 


values assigned to the variables. 


001 BTU/1bm ОҒ 
01 m 1bm/hr 


008 ft? 


the Reynolds' number is given by: 


| 6D. 
ШЫ _ 86,2 бид 14241/2 i 
E (c GE Ст)“ | (E-3) 
where, 
L 0.01m; 2 Шо? 
G s [5> A] i (Е-4) 
m 1 
би SOON ]bm/ft'hr, апа 
60, = 0.00042 ft 
The probable error in the coefficient С. is given by: 
SC SD 
| ЖЕ 0,2 6slope,2 6k,251/2 EE 
о торе) er (E-5) 
1 О 
where: 
50. = 0.00092 ft 


BTU 


, and 


ô slope = 0.065 slope. 


SS 





The probable error in the inside heat transfer coefficient 


ШЕ given by: 


On: oD: OG. 
и ôk, 2 i 12 0.086Re ,2 DISSE 2 
EE LOO" * GO t a e (RTS „ ose 
ONE EC? 
t - . 
Fr ] 7 (280, 
where; 
ЕЕ с-сы , 
hr- ft- °F 
60, = 0.00042 ft , 
Sc. = from equation (E-5) , 
¿Re = from equation (E-3) , 
ory = 0.01 , апа 
МЕН) - 0.01 
Hg 


The probable error in the outside heat transfer coefficient 


is given by: 











Ш _ 0 2 W 2 
x Dem. = Rw > Don. ge Кулус 
6) 1 1 0 wa 
D éh 
Tene) 
n Жо оа" : 11/2 ЙГЕ 7) 
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where: 


Su = from equation (E-2) , 
SR, = 8.75 x 107° hr.ft .9F/BTU, and 
Sh = from equation (E-6). 


The probable error in the Nusselt number is given by: 


ш = LG! + т Ze €. (E-8) 
where: 
Sh; = as found in equation (E-6) , 
óD. = 0.00042 ft, and 
ШЕ 50-ы. 
hr-ft-9F 


The probable error in the Stanton number is given by: 


NC _ SNu y 2 6Ңе,2 IZ _ 
БЕ [ (Cu + (Re) + (pr) 1 ' 
where: 
SNu = as found in equation (E-8), 
óRe = as found in equation (E-3), and 
6Pr = 0.01 
The probable error in the friction factor is given by: 
SAP 
ôf E 5 2 66,2 $L,2 60,2 
EN = [ (ac ) T (2 6”) + (==) + om) 
TS 
CEA, 
+ (=—) ] 3 (E-10) 
П 
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where: 


SAP rs = 0.009 АР 

56 = as found in equation (E-4), 
áL = .0042 ft , 

Sf, = 0.05 1bm/ft?, and 

80, = 0.00042 ft 


The probable error in the Tube Performance Factor is 


given by: 
Sr + LRD BED TS, (E-11) 
where: 
St = as ;Jund in equation (E-9), 
Pr = 0.01, and 
f = as found in equation (E-10). 
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For Run #2 


O» 
е 


n, 


at 60 Percent Flow 


. 008 


— (2)(-9.45) 
.490874 


+ (779-83]770.335]1n{1-135)) 





EU A MIU CU 


жү 


0.2 
БЕЛЕСТЕР КОЛИ | 


0.030 


+ 


pass E BTU 


90 hr- fte OF 


60% 


.00042 00042 ,2 
.024083 


y1/2 . 


О 0.02 


.00042 


2 ,.01 
S -024083 


5915) + 292012 117 


[ (.02) 





Re = 606142 x 1786 


.001 


. 00042 
L . 3674 


0525 )2 + (.065) + (5 





1/2 
Som] 


= .066 


04312 .0028 


60% 


‚001 42 .00042 ,2 2 2 
І ) (2924083) + (.066)” + (.08 x .027) 





2 0.14 х .01 


2 1/2 
+ (aie 
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+ 


a 


0, 60% 


li 


= 
£c 
II 


BTU 


К _ + 
а, вох 7 8861 7 608 p гор 


50 
( 
ТТ Ег „0525 2 
1670 (туо - 8.75 х 10° ~ аат х -0437) 
| Se | 2 
1 -5 
(1570 - 875 x 107? - 3861 x01437) 
‚0525 2 1/2 
( 8801 x 0037 * .068 
] -5 0.525 
Tó70 ^ 9-73 X 10" - ggel x .0437 
0.058 
. BTU 
= 1846 5 107 тше? or 
2 — ,.00042 .2 .001 42 4 1/2 
[ (.068) + (654083) * (735741) | 
0.070 
581 5 4] 





г (.07)2 + (.027)2 01 


1075 


„001472 Z .000110 


[ (.009)2 + (2 x .02)* + ( 


НИ 


‚045 


00697 2 .00031 


[ (.075)2 + ($ x = )* « (045) J 





0.087 


D d 
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ra 


‚0042,2 
3 


. 00042 
. 024083 


al 


„Об 


Mou 


y 1 1/2 


2 





me PEND LX =F 
AREA RATIOS, SAMPLE CALCULATIONS AND RESULTS 


To determine the relative performance of the General 
Atomic tubes as compared to smooth tubes, it is necessary to 
define a method for comparing the augmented tubes to the 
smooth tube. Such a comparison is found in Bergles [3] and is 
described in Chapter III of this report for the case where 
R = 0. By solving the equations as shown in Chapter III, 


ext 
it is found that 


Re? e 
Re = еее dT . (F-1) 
2 Nu. /Pr : 


In this case, for a given cooling water flow rate, Re. ГЕ 
Ми and Pr are all found in Tables 14 through 19 depending on 
which tube is being investigated. Also, knowing Re. permits 


the solving of the area ratio: 


А, 046 Re 6:5 
КА = — . (F-2) 
S Ве f 


mor run 2, 45°, the summary of area ratios are listed below: 


Re, e Nu, Pr Re. e 
40176 2035 719 5.66 56191 .40 
64696 ‚033 1058 5.79 92332 .41 
89868 2092 1376 5.84 120750 ‚42 
94931 ‚031 1437 5.84 136720 „42 


ТІ) 





BOr rUn 2, 459, the summary of area ratios are listed below. 


Re, MS Nu, Pip Re. А ГАС 
25872 8055 522 ЕСІР 35510 .39 
37416 2S pales 5.90 48827 ‚37 
61178 . 029 1067 6.03 79902 .37 
83894 s027 1387 6 17 109089 337 
95463 028 1541 6220 123396 37 


for run 9, 60°, the summary of area ratios are listed below. 


Re, Ца Чи. Pr Re. s as 
26384 . 064 53] 5.53 46836 САЛ 
38331 .059 725 5.74 67897 A7 
61813 .059 1080 5.96 114781 . 48 
79970 . 062 1332 5.99 156065 „50 


By expanding on Bergles' [3] procedure to include the case 


where E 7 0, as shown in Chapter IIl of this report, the 


following equation can be found. 


3 
f_ v c oD. 1 
v. = c раз (EN) 
U. .046 ls 


again, for a selected Уа: values of уыз E and UA can be found. 


Knowing mE 


U. = с ОХА (Е-4) 


where c = 251 is a constant and was found as shown in 
Chapter III. 


An area ratio is now found from 
A U 
a S t 
А i ze) 


$ Ya 


191 





mon run 8, 20: and using the procedure outlined in Chapter 


111: 
D. = 0.53 in 
Maya 5 2-17 1bm/ft-hr 
46 - 521 1bm/ Ft? 
Тс, = 659ғ 


By applying the temperature correction factor to U. as found in 


reference [21], U. is found from: 


Un 
Ya = .96 Е (Е-6) 
For Y = 2.73 fps, substituting the required values above into 


equation (F-3), it is shown that 


E (.053)(2.73)? 251 ООО е r! 
+ Aca СЗ 12.3 
uU = ASIS 


By substituting this value into equation (F-4), 


251 74.39 


= 
il 


BTU 


= 526 
hr’ ft E 


F 


Using the results of equations (F-4) and (F-6), the area ratio 





15 found, 
A 
а 526 B 
» = 1050 = 0.50 


A Reynolds number corresponding to ve 15 found from 


Ë 
ae (62 1) (482) (4.39) (3600) 
Re = ш = 
° H 2217 
Re. ш 19975 


For run 8, 309, the remaining area ratios for Ren Z 0 
are: 
m Ve a 
А Ке 
fps fps S S 
5.47 8.63 156 39268 
8.20 II 22 E 60153 
13.67 A .79 106065 
19.14 34.36 en 156344 
ЕС? 99835 203 179050 


similarly for run 2, 459, the summary Of area ratios for 


ext Ұ 0 аге found to be: 


1 а n 
Va Vo а 
fps fps Ag ке 
2.90 A Ed 21012 
8.59 14.95 .74 69497 
14.12 26.81 . 92 124630 
19.75 39.68 1.05 185387 
20.86 42.32 1.07 196730 


ОЗ 





and for run 0, 


R 


ext 


# 0 are found to be: 


Us. 
87. 


60° 


, 


4. 
11. 
IE 
32. 
44. 


the summary 


14 
24 
08 
S 
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of the area ratios for 


Re. 


LS 
52629 
81448 
151557 
212454 





APPENDIX G 


CALCULATION OF WALL THICKNESS AND WALL RESISTANCE 


There were three methods considered for determining the wall 
thickness which are: 
1]. Anular Area Method 
A nominal outside area is found using an outside 
diameter of 5/8 inch and substituting into equation (G-1) 


written as: 


(6-1) 


where Amet is found in Table 3. The wall thickness is found by 


substituting D. and D, into equation (G-2), written as: 


8 


СВ EL RER (22) 


2. Displaced Volume Method 
The volume desplacement, Vo» of the tube is measured. 
An average perimeter, P, is determined from equation (G-3) below. 
After substitution of Vy and P, the wall thickness is found from 


equation (G-4) below: 


5 Ро + Р; 
р = 2 š (G-3) 
V 
t = m. В (6-4) 
P L. 
3. Indirect Measurement Method 


A photograph of the cross section of the experimental 


tube is enlarged. The wall thickness could generally be 
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measured from the enlarged photograph. However, as seen in 
Figure 13, the wall thickness varies around the periphery of 
the tube. 

Method l was selected. Method 2 was rejected because it 
was felt that the displaced volume would be extremely difficult 
to measure. Method 3 was rejected because of the non-continuous 
variations of the wall thickness. 


The wall thickness for each tube is: 


tube | 

D. = 0.4811 in 

tu = 0.07195 in, 
tube 2 

D. = 0.5006 in 

t = 0.062215 in, and 
tube 3 

D. = 0.4942 in 

L = 0.0654 in. 

yi 


The wall resistance is calculated by solving equation (G-5), 


written as: 


R E — ° (6-5) 


where > is found to be 137 BTU/ hr: F:ft їп the Handbook of 
Tables for Applied Engineering Science [27]. 


For tube number 1: 


20 
z -5 hr-ft F 





For tube number 2: 


205 
Б ehr tt F 
Se = 3.7844 X 10 ST 
For tube number 3: 
2 0 
_ -5 hr ft F 
Ru = 3.9781 x 10 = т 
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APPENDIX 1 


PRESSURE TAP TUBE REDUCTION, SAMPLE CALCULATION 
P piso qS AT 60 PERCENT FLOW 


In an attempt to more accurately describe the actual 
pressure drop in the three foot test section of the General 
Atomic tubes, an alternate method to that presented in [19]- 
for predicting the pressure drop was sought. Using a specially 
constructed tube,(see Figure 14), several pressure drops were 
measured across different sections of the tube. These pres- 
sure drops are summarized in Tables 21, 22, and 13 and were 
used as follows to arrive at a satisfactory method for pre- 
dicting the actual pressure drop in the three foot section of 
tube. 

To determine a contraction loss factor, the pressure drop 


at the entrance must first be determined using 





Е АР 
eer eer - АР 7 AP. - js (in Hg) 
where: 
АРе.Б = Pressure drop measured between taps 6 and 5 as 
seen on Figure 15 
APA. = pressure drop due to ¿ne area change at the inlet 
AP. - pressure drop between tap 5 and the beginning 
of the test section 
AP. = pressure drop in smooth section between tap 6 
and the beginning of the tube. 
Now 
АРС Б = 13.9 in Hg 
2 
апа 
Ен... 02) 
Ас 2а : 
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where 





and 


Therefore, 


> APac 
АР- 
where 
AP. с 
апа 
С 
Therefore, 
> АР. 
AP. 
where 
Fe 
and 
L 
Therefore, 
> AP. 
АР 





10.57 in Hg, 
Ars 
As 
6.43 in Hg. 
273-5 as cq 
L - 53.5 
4-5 
2 3 

45.3 in Hg, 
a 
35058 in Hg 

ЕТІ 
4 te G (5) 


029. (144) (.4551) 


‚046 


> 


Rel? 


Cag 


7043607) ^ 7-44 


.048 in Hg » and 


4.42 in Hg 


Knowing the inlet pressure loss due to contraction we can 


determine the contraction loss factor from the relationship: 
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2 
оу 
= TS 
en 29. 


0.42 


3 


E 
Kon 


Similarly at the exit, we know 





nee AP AP ЖАР, - "lin Hg) 
where : 
АР, 6 = 60.5 in Hg, 
АРЕ 6 = 13.9 in Hg, 
АР: а37 45.3 in Hg, 
АР, = 3.03 in Hg, 
AP a. = 6.43 in Hg, 
AP./2 = .024 in He, and 
АРЕ = 4.68 in Hg 
From ove, 
S Ra 29gc ? 
it is found that 
K = 0.44 


The assumption that pe and Ќе varied only slightly over the 
range of flows used in this experiment was invoked as before. 
Thus the contraction loss factors and the expansion loss 
factors were calculated at each of the measured flow points, 
and an average of these individual values was used in deter- 


mining the non-recoverable losses due to expansion and 
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contraction. The subscript 2 will be used to define the 
friction factor and the variables used to determine the 
friction factor found by using the expansion and contraction 
loss factors as found above. Similarly, for the case where 
K.nand K. are found using [!9[, the subscript 1 will be used. 


The following constants are defined. 


Drs = D, = 0.0241 ft 

L M 

(B)Ts = 124.5 
Сте = 3 ft 
D._5 = D, = 0.0241 ft 

L " 

(5)4.5 = 109,8 
L2_5 = 2.65 ft 
deos Ko) = 0.33 
а Ке) = 0.80 


To determine the friction factor using each of the 
above loss factors, the pressure drop in the test section 


must be found from: 


(APrs)ı 2 EN O С То (psi) 
where: 

АР, б = 27.53 psi, 

АР. 222022 psi , 
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P Ts | 
(ar exp/een! | 7g. cS + Ке) SS рет» апа 
PVs | 
De conl 0% (Ке + ЖР ы o Ds m 
Now from 
Г E APrs р 24. 
ES Ж-Е ; 
4 67 (rs 
and 
€ E АР Бо 29¢ 
3-5 Е Е 
4 G (pa. 
it can be found that: 
(Ете) = 0. 0108. 
(ете) z 0.0096 . and 
(ТК (10097 


It is easily seen that the experimental results in- 
dicate that the actual friction factor in the test section is 
less than that computed using the traditional methods pre- 


sented in [19]. It is also noted that (fre)4.5 is very nearly 


equal to (fro)o- The only real significance that can be 
attached to that fact, however, is that the pressure drop 
was reduced to the outer limits of the three foot section 
satisfactorily. Since, lowever, the pressure drop between taps 
3 and 5 was used in determining the reduction procedure - 


the subsequent friction factor is coupled to f4 с. There is 
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obviously much more experimental work required in this area 


before a universally accepted method can be determined. 
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